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1. INTRODUCTION

The simple design method presented here has been developed in response to the

following needs and objectives:

(a) This calculation procedure can be used by designers, contractors, and

owner/builders working on plans for passive solar houses. The method is

simple enough for people to apply who do not have an extensive background

in science, engineering or mathematics. All necessary supporting data is

provided.

(b) The procedure can be used to evaluate the performance of various retrofit

design options.

(c) Design calculations for DOE and HUD solar projects are quite complicated.

The procedure provides a "primer" to familiarize interested people

without previous experience with the basic steps involved in heat load

calculations for solar applications.

(d) Building inspectors, FHA, and other financial institutions may require

heat load calculations, especially if the planned building does not

include a full-size backup heating system.

(e) The design calculation procedure also provides a uniform format for

reporting and evaluating the performance of existing passive solar homes

in comparison studies.

Since different climates call for somewhat different approaches to passive solar

design, five different variations of the original manual have been prepared:

Vol. I - COLD CLIMATE (includes Aleutian Islands, Alaska, the New Frv!l d Coast

from New Haven, Connecticut to Brunswick, Maine, and the southern

Great Lakes region around Chicago, Detroit and Cleveland).

Vol. II TEMPERATE EAST COAST CLIMATE (includes the northern Philadelphia -

Washington region and the Atlantic Coast from Norfolk to Charleston).

. . . . .- ' . . . . . . . ". .--



Vol. III - WARM, HUMID CLIMATE (includes Florida, Hawaii, and the Gulf Coast).

Vol. IV - PACIFIC NORTHWEST CLIMATE (includes only areas west of the Cascades

from Seattle, Washington, to Portland, Oregon).

Vol. V - WARM CALIFORNIA CLIMAIE (includes the coast from Oakland to San

Diego as well as high and low desert areas).

It is assumed that the designer has a basic knowledge of passive solar mech-

anisms and their operational characteristics. A brief summary is given in the

following chapter, and a number of useful reference books are listed at the

end of this manual.

The calculation procedure is divided into several steps with corresponding

worksheets and supporting data. An additional blank set of worksheets easily

removable for xeroxing is attached.

This simple procedure should be especially helpful during the early design

phase to evaluate the effect of various design options and combinations and

again in checking out the final design, and to determine the approximate

auxiliary heat load. The procedure is best applied to direct gain, Trombe

walls (mass or water), solar roofs and combinations of these. Sunspaces that

are an integral part of the house fall under direct gain; attached solar

greenhouses with a large amount of exposed surfaces require an additional set

of calculations for the greenhouse alone, with the net heat gain then added to

the house calculations. Using a simple hand calculator or slide rule will

save time.

Although a brief discussion of passive cooling methods is given, the calcula-

tion method does not include a procedure to determine actual energy savings

due to passive cooling.
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2. REVIEW OF DEFINITIONS

Solar systems for heating (and cooling) can be divided into two basic

categories: active (mechanical) systems and passive (natural) systems. Active

systems need some energy input outside of solar to operate. This so-called
"parasitic" power requirement can, in some applications, be so large that none

or very little net savings will result by using the active solar system. This

is true, for instance, in smaller intallations of lithium-bromide absorption

solar cooling. Active systems resemble in their application conventional HVAC

systems in that they consist of a number of components that can be installed

after the structure has already been erected. Passive (natural) systems

operate without mechanical components or parasitic power input by making use

of the natural laws of heat transfer and the properties of building materials

to store or transmit solar energy to such an extent that the entire building

becomes a live-in solar collector. Thus, passive systems are built right into

the structure. The completed building and passive solar system(s) are quite

easy to operate since many controls are daily or seasonally automatic. The

passive system(s) must be designed and calculated carefully for satisfactory

performance, because mistakes will be very difficult to correct once they are

built into the house. On the other hand, many options exist that make the

design quite flexible, and some features do not have to be fixed until the

house has been lived in for a year or so---the building has to be fine-tuned,

so to speak. The performance of a passive system can be augmented with the

addition of blowers or fans to obtain better heat distribution. Technically

speaking, passive systems that use mechanical energy to transport heat around

are known as hybrid systems.

Table 2.1 lists definitions for common heat transfer terms used in this

manual. The primary passive solar heating methods are direct gain. therm.:al

storage wall (Trombe or water wall), and sunspace (greenhouse); roof ponds.

thermosyphon systems and hybrid solar roofs involve more hardware and :" tlIs

somewhat more complicated. The heat transfer mechanisms involved betwe:,I tht

sun, the living space and the storage mass are very subtle and closely

interrelated; thus the building must be designed carefully, and the

interaction between the passive solar system(s) and the people living there

must also be considered.

3
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TABLE 2.1

Definition of Heat Transfer Terms

HEAT is the sum of the kinetic energy of all molecules in a mass of material
due to the random molecular jostling motion.

TEMPERATURE is the intensity of heat (or molecular velocity) and does not
depend on the amount of mass present.

CONDUCTION is heat moving from a warmer to a colder region in the same sub-
stance; this type of heat transfer takes a definite amount of time and
depends on the conductivity of the material.

CONDUCTIVITY is a measure of the rate at which heat is conducted through a
slab of material whose two sides are kept at a constant temperature
differential.

CONVECTION is the circulatory motion of a fluid (liquid or gas) caused by
temperature differences without the use of mechanical devices. Heat
transfer by convection also takes a certain amount of time. It is
sometimes called natural convection to distinguish it from forced
convection. .

FORCED CONVECTION occurs when air or liquids are made to circulate with
the aid of fans/blowers or pumps.

RADIATION is the trans-fer of heat by electromagnetic waves from an emitter
at higher temperature to an absorber at lower temperature. Conversion
from radiation to heat occurs when the radiation is absorbed by a sub-
stance. This heat transfer occurs practically instantaneousTy. The
radiation properties (emissivity and absorptivity) and temperatures
of the emitting and absorbing surfaces will determine the rate of heat
exchange between them.

SENSIBLE HEAT is the heat involved when the temperature of a storage
material is raised or lowered.

LATENT HEAT OF FUSION is the heat involved in changing a substance between
the solid and liquid states.

SPECIFIC HEAT is the quantity of Btu's which can be stored in a material
per pound and per degree Fahrenheit.

HEAT CAPACITY is the quantity of heat that can be stored in a cubic foot of
material; it is the specific heat of the substance multiplied by its
density.

CONTINUED

4
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Table 2.1 Continued

RADIANT INTENSITY depends on the size and temperature of the emitting
surface and the proximity of the absorber.

REFLECTIVITY is a property of materials to "bounce-off" radiant energy
instead of absorbing it.

ABSORPTION is the phenomenon of conversion of electromagnetic waves of
radiated energy to heat by the surface of a material. From the
surface, the heat is then transferred into the material by conduction.

TRANSMISSIVITY is the property of certain materials to let radiant energy
pass through without absorbing all of it.

THERMOSYPHONING is a term traditionally applied to mechanical systems
that use the natural rise of heated gases or liquids for heat
transport.

AUXILIARY SYSTEM is the backup system or conventional space heating or
water heating system used to supply energy during periods of
completely cloudy weather when the solar systems cannot supply all
the energy demanded.

INSULATORS are materials with a low conductivity. These materials are
said to have a high resistance to heat flow by conduction and are
identified by a high R-value.

1 Btu (BRITISH THERMAL UNIT) is the heat necessary to raise one pound of
water by one degree Fahrenheit.

LIVING SPACE as defined and used in this manual denotes any space in the
house occupied by people for a variety of activities such as cooking,
heating, sleeping, bathing, play and recreation, etc.

U-VALUE (or the coefficient of heat transmission of a material or combi-
nation of materials) is defined as the rate of heat flow per square
foot per degree Fahrenheit temperature between air on the inside
and air on the outside of a wall, roof or floor. It is the reciprocal
of R, the thermal resistance of a material. Note that R-factors can
be added, whereas U cannot. To calculate the U-value of a combina-
tion of substances, first find the total R-value by adding the
individual R factors, or R1 + R2 + R3 + ... = RTotal then U= 1RTota l

The main heat transfer mechanisms involved during the day and night. for the

different types of passive solar heating systems dre briefly discussed in

Sections 2.1 through 2.4; a summary of passive cooling is given in Section 2.5.

5
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2.1 Direct Gain

The simplest and most widely used passive solar heating system is direct

gain. It consists of large, south-facing windows combined with a heat storage

mass in the room. If the system incorporates operable windows and movable

shading and window insulation, a variety of ways to control the level of comfort,

both during summer and winter, are provided. The daily temperature

fluctuations in the living space are somewhat higher than for a Trombe wall

system, and glare may be a problem under certain circumstances. The solar

greenhouse is also an application of the direct-gain method; here the daily

temperature fluctuations are quite large because glazing is increased and

storage mass is relatively small in order to yield excess heat for transfer

into the living space adjacent to the greenhouse. Maximum room depth for

effective direct gain is 2 times window height (from floor level) [1]. This

will also give good daylighting. The basic schematic is shown in Figure 2.1.

Winte S uninsulation

SStorage Mass

Figure 2.1 Schematic of the Basic Direct Gain Passive

Solar Heating System (Winter Operation)

A great degree of freedom exists in the placement of the storage mass in direct-

gain systems, as shown in Figure 2.2. The storage mass can be heated either by

sunlight striking it directly (preferably a considerable portion of a winter

day), or by solar-heated air passing over it, or by reflected radiation

from other surfaces in the room. If the storage surface is struck directly by

6
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Figure 2.2 Examples of Direct-Gain Window 
and Storage Locations

sunlight, its performance is increased if its color is dark (see Table 2.2).

If the mass only absorbs radiation bounced 
off from other surfaces, the color

does not matter, but the volume required is about 4 times larger than if it

received sun all day long in order to achieve similar comfort conditions.*

When room temperature falls below that of the storage mass, the storage will

begin to reradiate this energy. Some heat transfer also takes plce through

barely noticeable convective air currents. 
Attention must be paid to provide

~sufficient surface area for efficient storage. The amount of stor ao, ls(o'

~*For example, if storage mass in the sun increases by 20' F from morning to

mid-afternoon, air temperature in the room will rie by about 10 F. For a

~~10 F air temperature rise, storage mass 
not receiving direct solar radiation 

,

~will increase by only 5 F; thus the volume to store an equivalent quantity of

heat must be 4 times larger.

7 V



depends on the climate. In areas with much winter sun, sufficient mass to

store heat over 2-3 days is a good idea. This is also true for places that

experience large night-day temperature fluctuations in the summer. Places

with cloudy winters and/or humid summers should have storage sufficient only

to heat the home through one night.

TABLE 2.2

Absorptivity of Building Materials and Paints

Material/Color Absorptivity

Slate Composition Roofing 0.9
Graphite 0.84
Red-Brown Linoleum 0.84
Asbestos Slate 0.81
Dark Colors 0.8

Gray Soft Rubber 0.65
Concrete 0.59
Red Brick 0.55
Medium Colors 0.5
Cork 0.45

Light Colors 0.2
Aluminum Paint 0.18
White Tile 0.18
Anodized Aluminum 0.15
Wood, Paper, Cloth, Gypsum 0.1 - 0.45

The principal storage materials are water or different kinds of masonry: adobe,

brick, sand or cement-filled concrete block (slump block or cinder block), poured

concrete, rammed earth, stone, rock, or tile. The heat transfer and storage

characteristics of masonry materials do not vary by much; therefore, the choice

can be based on local availability, cost, structural considerations and local

building code requirements. For storage over several days, masonry is more

effective than water. Because of internal convection, water storage containers

release heat more quickly than do 2 ft thick masonry walls, for example. From a

construction standpoint, it is also easier to incorporate larger amounts of

masonry storage than oversize water containers. But because water requires only

about 1/3 the volume of masonry to store an equal quantity of heat, water may be

preferable in retrofit applications (if existing construction is able to support

this load). Table 2.3 lists a number of possible water containers for passive

solar heat storage.
8

. .. _____ . _' - ' - -
, " , . " ' ' Ib.



fa

S- S-. V) u I

m u 41~ 4- W
a)- k0 S- . 4- 0 0

.4.) ~ ~ ~ ~ ~ r G)) 0.) CO- C C.
0') -0 0- cn'- &-) -V O)) - U

0 wU 4--*.-G (a )~ - mV -a- uc r-u) 0 'o =
to- 0.0 UV)W V) eU) (a Oc *-0 .o0 0 s- )

1-4 o- O C 00cc- 4- 4-) 5- Q 041
0-- *.+ ft)~> M~ 0))

I a).-) +OW .) >1 4) 0 - I
oC. U >~ :3 ) ai- >I~* CU > E aT. 00 0

>. s- S1-5 V).)- 0 *. 4- 41 'u 4-)

04- 4j0 0 0) 4-1 fo W0 >1 *'t - C
a.>,) C U- E ) 9. r- - - - C o 0D :3 >

C- M- CO4-W AA -O4- .6 .0 m 40 .- r- S- 4. w)
w Va) m. "D to 4-SW ap 0~ 4-~ )) -i. (n 5

M- M- 4)) M( C w %- 0 m4 > . CC W C-
7%U () 4U> -. L. Z) *. a) Wa) 00') cm u ) a...

1%. -- S- . 00u L)CJ V0'4 S- S- C= 4-) 4-) 0
a%4) 0.- .C- vi ~>. C (a >--0 0 0 0-- 41

W) th 4) * *.- -0 -) U E 4-) 40. J 3C
V) =C 0c 4- C 4-) W;E 4-;O too -'a

S uj 4.- MO W ) C)0.-C C: =. e to 0- V U) ' >1v >)G 0)
1- - 0) o) s- s- - (MO OVl Ur) 0)4.) 0)r to C S.- U) 0 V) U *

:3 0 we r (a0 00) ; S 1 -- i-Ca (w0 0~0 MO M0 00 M -~ 4-) C.J) C r .- . I O .J4-) W C4 V rIU r LIJ 0 LLAJ4- a)

4)4-)
-b c r- -_ _ -

o wt oj kn0 0 0 0 d

+j0o C) 4=4 r4 14r -

'-)0
LAJ4.

.J0 -cc 000v- 4 4
a) - _ _ C) c 0

LI cc0) "

"~ 0 - + 0
-J '. 4I) 00 4J LA 0 0 C') 0D r

V)W CDC LA 4.) 4.) 4-) 4-) CD 0. U

LU > Ln V)_4 - --;) .C4

0L 0 10

M:1. S- m C 4-) a 41 (p 00 go 0V k U
o) 00 C" ) ) 0)0 tm 4j~' . '

-4--) -1 >1 06- 0. C: S-5
to0 C0 C_ 00 CD w Wa) to CL0 D to C c

Q)-i - -- - - -L

C0 0

r0) m 0S . 4- -

4) 0 "Ju Vm r-I r-
4  

C4- 9

m -1 + @0 . 1

C4C C Q) -U) C 4)
- LU L-- 0 a) 0) -- r 1

P14 >)0 W. a). 00 -0
a * CX cNS 0 ~ 4.. fL.0LD -

4) tn -ccY m u -I

CLC

S- 0

1. 1- 0 ;

-V 4-U LA 1-V 0
- 0 S.- 0)U

O LU EU U) 0 :3' c a)0 C
C-3 tv U)U 0 0.- C) '-

* dw 0 E E - WV0 C '0. -- - ..-C
0 =D U 3 d)U 0.5-. a &-. S- S-0 aL ) .0 =
1.- 0 0 S.. = * .- ) 0l i 0') = i u~ C a

U) Un - mu4 L< ) 5-V) C

In 4. ) f- E 0 0
4.) -a 0 0~ U) U)M
$ 5 - -V c- 4c C-C ) 4W

WU U) U) 4) CC 0W- -U - - U)- ,C L
0. tn 41 4) E. 4). :3G4

m-0 5 > > -0 4J- "f- 0 m0

t I.



'2.2 Thermal Storage Walls

The thermal storage wall, since it is located between the sun and the living

space, is an indirect passive solar heating system. The three main types of

thermal storage walls (vented and unvented Trombe wall and water wall) are

combined collector/storage passive heating methods and have somewhat different

performance characteristics sincl the heat transfer mechanisms for each type

vary, as indicated on Figure 2.3. Additionally, performance is also

influenced by wall thickness, the conductivity of the material, and

insulation. It is highly recommended that double glazing (two sheets of glass

or plastic) be used to reduce heat losses from the storage wall to the outside

unless night insulation is provided. The wall surface facing the sun is

painted dark (though not necessarily black) to increase absorption.

Rooms heated with thermal storage walls should not be more than 20 feet deep [1].

Masonry has the advantage of providing a structural function (load-bearing

wall); water, on the other hand, requires less volume. The Passive Solar

Energy Book by Edward Mazria, Rodale Press, Emmaus, Pennsylvania, 1979, and

the Thermal Storage Wall Design Manual by Alex Wilson, New Mexico Solar Energy

Association, P. 0. Box 2004, Santa Fe, NM 87501 ($4.75) give much information

on the thermal storage wall, including sizing and construction details.

2.3 Sunspace (Solar Greenhouse)

The sunspace (solarium or greenhouse) system is a combination of direct gain

and Trombe wall, as shown in Figure 2.4. The storage mass in a greenhouse is

sized to keep the plants from freezing during cold winter nights. The daily

air temperature swing in the greenhouse can be as much as 40'F, with the

excessive heat available for heating the living spaces adjacent to the

greenhouse. In warmer climates, sufficient and correctly placed vents must be

provided to prevent overheating in the summer. Figure 2.5 shows the schematic

of a northside greenhouse retrofit possible for warmer climates. A south

greenhouse retrofit is suitable even in cooler climates (if night insulation

for the glazing is provided).

10
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(b) VENTED (THER1O0CIRCULATION) TROMiBE W.-ALL for colder climate and
increased efficiency.

(c) W.-ATER W4ALL with movable interior and exterior insulation for heat
transfer control and increased efficiency. (Efficiency also depends
on container surface material.)

Figure 2.3 Heat Transfer Mechanisms of Thermal Storage Walls
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Figure 2.4 Heating of Living Space with Solar Greenhouse
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Figure 2.5 Schematic of North-Side Greenhouse Retrofit
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2.4 Other Passive/Hybrid Systems

A number of other passive/hybrid systems have been developed for residential

applications. These are somewhat more complicated to design and build by

contractors without previous experience, or they are applicable to limited

climatic regions for best performance. Among these systems are the roof

pond developed by Harold Hay for Southern California, the hybrid solar roof

(Southern New Mexico) and the natural convective loop system (thermosyphon)

which more closely resembles an active solar system since it employs a bank of

solar collectors. Schematics of these systems are shown in Figures 2.6, 2.7,

2.8 and 2.9.

Much research and development work i, u'reily underway with new heat storage

materials. In the passive methods described above, the usual heat storage

medium is either masonry or water (or ,,<metimes a combination of both); these

media store sensible heat by undergoing an increase in temperature.

Phase-change materials, on the other hand, make use of latent heat of fusion

to store large quantities of heat without much temperature fluctuation.

Experimental units of phase-change materials have been able to store and yield

up to twenty-five times more heat than rock beds of equal mass under the same

operating conditions [2]. A suitable phase-change material must have the

following characteristics: the melting/freezing point must be at a convenient

temperature, it must be nontoxic, nonflammable, noncorrosive and otherwise

acceptable to building codes, it must perform reliably and without loss in

efficiency over a long life cycle, and it should be inexpensive, widely

available and of nonfossil fuel origin. So far, only a group of salt hydrates

developed by Dr. Maria Telkes come close to meeting a number of these

requirements. Sodium sulphate decahydrate (Glauber's salt) and sodium

thiosulfate pentahydrate have been used in experimental solar houses. The

major problems found have been supercooling, segregation of the components of

the mixture after a few cycles, and failure of the containers. Cer ain

plastics are being investigated for containers; another approach using foamed

concrete block impregnated with eutectic salts and sealed with a membrane also
i shows promise [2].

13
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Winter Heating

I;,

Summner Cooling

Figure 2.6 The Roof Pond in Warm Climate

~A

Figure 2.7 Thermal Roof Options in Colder
Climates with Combined Reflector/
Night Insulation
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2.5 Passive (Natural) Cooling

A number of techniques are possible for space cooling. Some are very

energy-intensive such as refrigerated air conditioning or the lithium-bromide

active solar cooling system. Others employ only a fan or blower (forced

ventilation, evaporative cooling). Shading, natural ventilation and earth

cooling by induced convection are methods which require no parasitic power

input. In hot, dry climates, shading, natural and induced ventilation,

evaporative cooling, night-sky radiation (i.e. roof ponds), time-lag cooling

and earth cooling can be used. Hot-humid climates pose a more difficult

problem for natural cooling, since only shading, ventilation and earth cooling

will work here. Dehumidification will decrease relative humidity to more

comfortable levels but will increase air temperature [5].

Shading: One of the easiest ways to reduce summer heat gain is by shading

windows (and walls as well as roofs where little insulation is used).

However, sufficient indirect light should be allowed into the building to

avoid turning on electric lights during the day. Overhangs, shades or louvers

outside the building work better than interior shutters because they block the

heat before it enters the house. Deciduous trees and vines are ideal for

shading roofs, east and west walls as well as the grounds next to the entire

building. Paved areas especially should receive shading after 10 a.m. in the

summer.

Natural Ventilation: This method can be used in locations that have

sufficient and fairly dependable summer breezes. It must not be used during

times when outdoor temperatures are much higher than indoor temperatures,

especially in buildings with interior heat storage mass. During such times,
ceiling fans or other types of portable fans can be used to locally increase

comfort inside the house.

If winds are not sufficient, ventilation can be induced with the chimney

effect. This method makes use of the natural property of heated air to rise.

If a solar greenhouse is vented at its highest point while being coupled to

the house with low intake vents, hot air can be drawn out of the house.

Special monitors can be built on the roof to accomplish the same purpose.

16
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Attic fans or turbolators can be used to reduce heat build-up in the attic

space and for drawing fresh outside air into the house.

Time-Lag Cooling: In areas which have large day/night temperature

differences, natural ventilation can be combined with a large amount of

interior and exterior mass. During the day, such buildings are tightly shut.

Many passive solar-heated homes in suitable climates can make effective use of

this method for cooling.

Evaporative Cooling: In areas with low humidity, this method is effective but

requires a constant supply of water. Various systems and degrees of

complexity are available, from the simple "swamp" cooler common in the

Southwest to two-stage indirect or regenerative systems employing rockbeds.

The open roof pond, indoor fountains and pools are other means of evaporative

cooling.

Night-Sky Radiation: In open areas with low humidity, the roof of a building

can loose a large amount of heat to the cool night sky through radiation.

This principle is employed in roof ponds and with somewhat less efficiency

(depending on type) also w'th the summer mode of the solar roof system.

Earth Cooling: Underground buildings and earth-to-air heat exchangers make

use of the cool, constant temperatures that prevail a relatively short

distance into the ground. Insulation must be used to prevent too cool

temperatures. In humid locations, earth cooling must be combined with an

earth-to-air heat exchanger, and the water vapor must be condensed out at the

air intake tube before the air is supplied to the house. This method of

course can only be used on sites which have a low water table.

17



3. CLIMATE AND PRELIMINARY CONSIDLRAI1Ns

3.1 Climate

Passive solar houses must be designed specifically for the climatic conditions

at the site. Besides the amount of sunshine available on any day (or the

monthly average total), wind direction and velocity, precipitation and the

average temperature are also important considerations. Heating degree days are

the number of degrees the daily average temperature is below 65'F. A day with

an average temperature of 300 has 35 heating degree days, while one with an

average of 65'F or higher has none. This data is usually given in monthly and

yearly totals and is used to calculate the heating load of the building, since

fuel consumption for heating a building is linearly proportional to heating

degree days. The data is usually available from the local Chamber of

Commerce, or the values given on Table 4.8 may be used if more accurate

information is not available locally. However, it must be remembered that

"climate is never an average" [3], even though average monthly figures are

used in the heat load calculations for convenience.

Local microclimates can also vary considerably from the official data

published by the weather stations. Therefore, the data used in the

calculation procedure must be adjusted as much as possible for the expected

conditions at the building site; on the other hand, because of the large

variations that can occur from day to day, month to month and year to year,

average values can give a good overall idea of the expected performance of the

design under fairly normal conditions. Also, temperature and comfort are not

the same, since humidity levels and air movement as well as room surface

temperatures (due to radiant heat transfer) have a large influence on human

comfort and response to surrounding temperatures, as illustrated in Figure

3.1.

Besides heating degree day data, accurate solar insolation data is important

in the performance calculations for passive solar houses. Here again a number

of difficulties are present. Solar data is usually in the form of average

daily totals of solar radiation on a horizontal surface. However, for most

18
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Figure 3.1 Influence of Wall Temperature on Human Comfort

passive systems, the collector (window) orientation is usually vertical or sloped,

and the amount of radiation reaching the interior of the house depends on the type

and number of glazings, the ground reflectance, atmospheric conditions (sky clear-

ness, air pollution), cloud cover, and the sun's position in the sky (determined

seasonally by latitude and time of day). Even less information is available on

the sequence of clear and cloudy days and the percent sunshine actually received

by the collector. But even where average data is available, conditions on any

one day (or even monthly averages) can vary by ±30 percent or more.

Because of all these uncertainties, using averaged values in the design calcula-

tions will most likely not be a handicap in obtaining a good passive design which

will perform adequately during all but very extreme years, if care is taken to

get good heat distribution in the house, if climate-appropriate passive solar

heat gain methods are applied (combinations of systems have an advantage here

since they usually have different characteristics and peak perforniance during dif-

ferent times of the year) and especially if subsequently the house is built with

top-quality construction. This last point cannot be overemphasized. The graphs

and tabulated values for solar heat gain or radiation are given later in tho report.

where the data is needed to complete the worksheets of the design procelurc In

general, until more accurate information becomes available, the desighiet advisee

to make reasonable adjustments for local conditions (i.e. increased cloudines. ner ,

mountains, air pollution near factories, reflective surfaces in front of collectors,

etc.) when using the area-averaged data given ii, this manual. Estimates of these

adjustments can be made through comparison with data from locations with similar

conditions; after the designer has had some experience with passive systems design

and operation, these adjustments may be made "intuitively". !
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3.2 Design Objectives for Warm, Humid Climate

A well-designed and well-built passive solar building in a climate with cold

or cool winters performs the following functions:

1. It is a solar collector (by using south-facing windows, walls, and

skylights, and sometimes also the roof).

2. It is a heat storehouse (by incorporating mass inside the building).

3. It is a heat trap (through good construction and insulation,

including window night insulation).

These three have to be in a correctly-balanced relationship for the particular

climatic conditions at the site. For locations with less than 1500 heating

degree days and humid summers, the functions of the passive building must

also include reduction of summer heat gain and humidity. In these locations,

the important design objectives are, in this order:

1. Use of prevailing summer breeze for natural ventilation

2. Extensive summer shading

3. Reduction of humidity

4. Use of winter sun, some heat storage mass, adequate insulation

5. Building aspect ratio* = 1.6 - 1.8

These objectives can be achieved by incorporating the following features into

the design of the building:

A. For Florida (270N to 31°N Latitude)

(a) Breezeways

(b) Vented attics

(c) Two-story construction with high, vented crawlspace

(d) Operable louvers, transoms, casement windows

(e) Open floor plan

(f) Chimney effect, belvederes, roof monitors

*This means the E-W axis it longer than the N-S axis of the building, with the

N-S axis assigned a value of 1.

20



(g) Light colors inside, mildew-resistent light colors outside

(h) Shaded living areas

(i) Underground construction or earth cooling where water table is not

too high

(j) Plants (inside and outside) located in shady areas

(k) Kitchen, laundry and bathrooms located "downwind" of the summer

breeze

(1) Glazed-in porches used for winter heat gain and insulation, convertible

to screened, shaded summer living areas

B. For Florida (25N to 27'N Latitude) and Hawaii

(m) Design for outdoor living

(n) Exposed lots

(o) Galleries, terraces, shaded patios, breezeways, porches, pavillions

(p) Isolated laundry, kitchen

(q) Reflective roof

(r) Ground covers near the building (avoid heat-absorbing rocks, gravel

etc.)

(s) Minimum E-W windows (unless needed for natural ventilation; must be

well-shaded)

t) Minimum interior walls, movable walls

(u) Large shade trees, good drainage

C. Gulf Coast

Items (a) through (h) and (k) as listed above

(v) Shaded doorways

(w) Earth cooling (if water table allows)

(x) Minimum heat storage mass

(y) Shaded balconies

(z) Insulated roof, exhaust fans, ceiling fans, elevated ceiling.

In all these areas, groups of homes in high-density developments should be

arranged such that they will not block the prevailing breeze from each other;

paved areas must be shaded with trees.

21
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3.3 Prelimirary Ptsin Data

Before definite sketches and calculations can be made for houses in locations

with more than 500 heiting degree days, the designer will need to assemble a

variety ot information on the planned building's site and use. Worksheets 1A,

B and IC have been provided for this purpose. The overall objective of the

designer should be to produce a house that is both energy-efficient and

livable (that is, it will be comfortable and meet the needs of the people

living in it). Therefore, a family that is rarely home during working hours

but does a lot of entertaining at night will need a different room layout than

a family with preschool children who will benefit from brighter living spaces.

In passive design, it is possible to build/design into the home a large degree

of automatic/natural temperature control by careful placement and sizing of

rooms (with proper zoning and buffer spaces), storage mass, heat-gaining and

ventilating windows and shading devices, and in the selection of the most

appropriate passive solar mechanisms. Such a building will be able to

maintain reasonable comfort even during power failures or periods of fuel

shortages.

Worksheet 1A asks for basic design information. This information defines the

limits and restrictions on the building that will have to be carefully

incorporated into the design. For example, if both access and best view are

to the west, the entry will have to be provided with shelter, and the larger

window size (for the view) will need to be compensated for with increased

insulation and careful shading. Space is also provided for listing the

special needs and wishes of the people who will live in the house; it is

important to consider these in the design as much as possible within the

building's construction budget. People will not be happy in a solar house if

annoyed daily by a poor circulation pattern, insufficient storage areas, etc.,

even if passive heating (and cooling) are functioning well. If the house is

to be built for sale, the focus can be on a specific group in the housing

market, i.e. young families, professional people or older couples, and the

design is made with their special needs in mind. These special features can

then be used to make the solar home attractive to this group of buyers even

outside its solar features.

22

Vol 1



WORKSHEET 1A

DESIGN INFORMATION

1. Location of building: ________Altitude: ____________

2. Building type (one or two story, split-level, etc.): _________

3. Roof shape:_______________________________

4. Lot size: __________ Special features: _____________

5. Lot orientation (in which direction will the house face the street?):

6. Building setbacks (check with local codes):______________

7. Zoning restrictions and covenants:___________________

8. Lot access:______________________________

9. Utility access:__________________________

10. Lot slope, water runoff (erosion?), berming: ______________

11. Predominant direction of winter wind: ____Velocity: ___mph average

12. Predominant direction of summer breeze: ___Velocity: ___mph average

13. Direction of best view:________________________

14. Direction of worst view:________________________

15. Shading from neighboring houses, trees, etc.: _____________

16. Approximate floor area: _________Heated basement? _______

17. Number of occupants:___________________________

18. Number of bedrooms, baths: ______________________

19. Other living spaces wanted:______________________

20. Life style of occupants and special needs (i.e. play area for children,
space for entertaining, hobbies; space used during day, evening; special
storage requirements; handicaps):_____________ -

21. Preferred patio location, other outdoor recreation areas:' -- _ 7__7

22. Occupants like the following features:__________

23. Occupants dislike the following features:_____________
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H Workrheet 18 i,, used for sketching a space relationship diagram for the
planned dwel iinq. Figure 3.2 illustrates diflerent possibilities, depending
on the requirements of the people and the lot constraints (access, size,
shading, view, etc.). Even though the three designs shown in the example can

be used in similar climatic zones (500 to 1500 heating degree days), different

design conditions resulted in very different space relationships.

A study of the space relationship diagram will give some indication of the

passive solar heating and cooling mechanisms that can be employed. Natural

ventilation in the summer is of prime importance. Direct gain in the winter

must be combined with provisions for summer shading. If living areas are to

the north, clerestory windows (with roof overhangs) for direct gain can best
be used; if no view is present, if privacy is desired or a bad view must be

concealed, Trombe walls (or a glazed-in porch) can be chosen for the south

wall. The Trombe walls may be used for induced summer ventilation. If there

are no restrictions or preferences, it is best to begin the preliminary design

with a moderate amount of direct gain to the important living spaces only and

make modifications after some preliminary calculation results have been

obtained.

Worksheet 1C will provide additional information and a checklist for energy-

conservation measures that can/should be incorporated into the design and

building specifications.

24

-- - .... .



WORKSHEET 1B

SPACE RELATIONSHP DIAGRAM

Floor area: sq. ft.

Sketch the location of the main entry and the living, cooking,

eating and sleeping areas; then mark the major wind directions

and place kitchen, baths, utility, and laundry rooms downwind

of the prevailing summer breeze. Use storage areas and garage/

carport as buffer zones against winter winds and summer heat.

Indicate the zoning barrier (a 0 N) and tentatively mark the

location of auxiliary wood burners (*) (if any). Areas thus

marked will need to be designed so that they can be completed

closed off from the remaining sections of the house during

periods when auxiliary heating is necessary. Finally, show the

direction(s) of the best view (and, optionally, undersirable

views which will need to be screened). Indicate roof overhangs,

porches and other means of shading, especially for E and W

walls.
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WORKSHEET IC

ADDITIONAL INFORMATION AND CHECKLIST FOR ENERGY CONSERVATION

Building orientation is primarily broadside to prevailing summer
breeze

Windbreaks are provided against winter storms. Where necessary,
hurricane pro*2ction is provided.

Windows are of double-glazed casement or double-hung type?

Window areas to the east and west are minimized.

E and W walls are completely shaded in the summer.

Windows allow sufficient natural summer ventilation.

Windows are insulated at night by (insulated drapes, shades,
movable louvers, interior or exterior shutters):

Can such shutters be used as hurricane protection if necessary?

Passive solar mechanisms included in the design are:

Storage mass is located at:

Are fans used for heat distribution or cooling?: Where?

Is there a solar greenhouse?

Will plants in the house be away from direct sun?

Can humidity in the house be easily vented?

Is the main entry an air lock in the winter?_ _ _ _

What type backup space heater is planned? ,

Will a solar water heater be used? What type? __

Solar tank location, size: __

Collector location: Type: Area needed:

Heat exchanger(s):

Collector slope (approximately equal to latitude +100 is best):

Backup water heater, type, size, fuel:

Is the water heater isolated from the living space?

Energy-efficient applicances to be used are:

Fluorescent lights are to be used in:

Wood burner or stove? Output: Btu/hr
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At this point, the first sketches of the design (including thepassive solar

heating and coolinq method(s)) should be made because dimensions are needed

for the d alculation s that follow. A convenient scale to use is

1" - 10'. A floor plan may be sufficient for a simple design if window

sizes are listed sepately; otherwise, a sketch of the elevations should be

included. From this sketch. Wurksheet 1D (Building Dimensions) can then be

completed.

A word of caution must be added at this point; do not expect to be able to

design the perfect passive solar house -- this is impossible for at least

three reasons: daily and yearly variations in the weather/climate, the living

habits of people, and coit-effectiveness. It is, however, not too difficult

to achieve a good design if the design is kept somewhat flexible, and if

compromises are made reasonably and carefully between climatic conditions,

people requirements and cost. As people live in the house, it may be

necessary to "fine-tune" the design during or after the first year of

operation. This should not be considered to be a flaw in the design but

rather a sign of flexibility. For instance, roof overhangs in moderate and

warmer climates may be either too long for cool springs and just right for the

fall, or right in the spring and insufficient during the fall. The

inhabitants will be most comfortable if they are left with some control over

or method of adjustment in the amount of shading or, conversely, in the amount

of solar heat getting into the house. In general, different combinations of

passive solar heat gain mechanisms where warranted by the climate should be

considered not only from the architectural standpoint (and cost), but also for

the added measure of control possibilities that would be provided to the

overall design. Another point to consider is that daily owner involvement in

operating the movable window night insulation in winter and shading controls

in the summer must be kept within reasonable bounds. Thus, if the budget

allows, some automatic or semi-automatic controls are preferable, such as the

"Skylid" window shutter, the insulated, motorized "Thermal Gate" quilted

curtain, or in very extreme climates the "Bead Wall" window insulation.

Climate control of course also includes the proper choice and location of

backup heater(s) and air conditioning equipment.
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WORKSHEET 1D

BUILDING DIMENSIONS
(for Worksheet 2)

Orientation/ Gross Wall Window Door Net Wall Perimeter
Type Area, ft2  Area, ft2  Area, ft2  ft

U[ )+( ) A ()

Total NW

Total N

Total NE

Total E

Total SE

Total W

Total SW

Total S

Total Trombe

Total Air Lock

Total) [( +( )=().i

Roof Gross Roof Area Skylights Net Roof Area

(__C ) -( ) = ( ) 
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A more detailed discussioi of backup heateng (and of other design factors,
such as solar water heating, lot selection, storage alternates) is given in
Reference [4]. It is very important in warm, humid climates that excess solar

heat gain and humidity be prevented from entering the house. The neat load

calculations can be used to check out the winter solar heat gains needed for

comfort. Although no specific calculation method ib given for cooling, the

designer must carefully incorporate shading, natural ventilation and zoning

into the planned building in order to increase comfort and reduce summer

energy consumption for cooling. For locations which require practically no

winter heating (i.e. Southern Florida and Hawaii), calculations as given here

are thus not required; however, cooling loads may be calculated using ASHRAE

methods [6].
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4. CALCULATION OF BUILDING HEAT LOSS

How well will the planned building perform as a heat trap? Building heat loss

occurs in two ways: by conduction through the building envelope (or skin) and

by infiltration of cold air. The total building heat loss is the sum of these

two losses. Reducing heat loss (or in other words, the heating load) is the

first objective in passive solar design, because insulation is more

cost-effective than using large amounts of glazing and storage mass. A

sufficient amount of insulation will also reduce summer heat gain.

4.1 Calculation of Building Skin Conductance

The primary design goal in a warm, humid climate is prevention of heat gain by

isolating internal heat sources, using shading and increasing comfort by using

natural ventilation. Large amounts of insulation are only needed in E-W walls

and roofs if these cannot be shaded.

For locations with 500 to 1500 heating degree days (see Table 4.8), two sets

of input information are needed to complete Worksheet 2: the area of the

exterior surfaces and their U-value. Table 4.2 lists U-Values for typical

construction, or ASHRAE values and methods may be used [6]. Table 4.3 lists

R-factors for a number of building and insulation materials, Table 4.4 the

R-factors for air layers and air spaces.

For each surface except the floor or basement, multiply the area with its

U-value. Where there are large unheated airlock spaces, such as entry or

garage, consider the wall between the airlock and the heated rooms as the

building's skin. But because the temperature difference between tK, two sides

of the wall is not as large as for an exterior wall, multiply the product. of

its U-value and surface area by two-thirds (if the doors will be kept shut

except when needed for entry or exit).

The heat loss through the floor depends on the type of foundation used.

(a) Slab-on-Grade Construction

Calculate the product of F x P, where the value of F is obtained from

Table 4.1 and P is the length of the slab edge (building perimeter).

31
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(t) Crawlspace Under Joist Floors (No Vents)

Calculate the product of Ahc , where

h - 0.12 (no insulation)
C

h =- .O (R-11 insulation)
c

h = 0.03 (R-19 insulation)C
and A is the heated gross floor area.* Figure 4.1 can be used to find

interpolated values.

(c) Vented Craw'space

Calculate the product of UA, where A is the grois floor area and ! is the

reciprocal of the total R-value of the floor and insulation. it is

recommended that the floor be carefully insulated in locations with, more

than 1000 heating degree days. or that the vents be closed in tho winter.

(d) Heated Basement

Walls down to 4 ft below grade are treated like exterior walls, where

heat loss equals U x A. Heat loss for walls lower than 4 ;-t below grade

and in contact with firm soil is determined by calculating the product

hbA. The value of hb depends on the R-value of the insulation and can be

taken from Figure 4.1. The heat loss through the floor i, about half

that of the below-grade walls for the same amount of insulation.

(e) Unheated Basement

Assume a similar heat loss pattern as. fou cra,,lspace. Good floor

insulation is important between the heated living space and the unheated

basement.

Table 4.5 gives a list of night insulation R-factors for single, double, and

triple-glazed windows to achieve a given (assumed) average U-value for the

window over a 24-hour day. If the window insulation will not. be used for the

full 14 hours (5 p.m. to 7 a.m. for example), then the R-factor of the window

insulation must be increased above that given in Table 4...

Finally, on Worksheet 2, last column, determine the percentage contribution for
the total losses of walls, windows and doors, roof, and floor.

*Gross floor area is measured from the outside oi exterior wall studs (for
frame walls) or exterior of masonry walls.
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'ORKSHEET 2

CALCULATION OF BUILDING SKIN CONDUCTANCE

Net Area U-value J x Area of

Surface Type ft2  Btu/hr-°F-ft2  Btu/hr-*F* Total

North exterior wall X -

East exterior wall X -

West exterior wall X 3

South exterior wall X -

South Trombe wall X -

Air lock walls X -

Total Wall Heat Loss -

Doors: Entry - X
Patio X =
Other - X - -

North windows X -

East windows X -

West windows X -

South windows - X
Cl erestorj windows - X - -

Sloped skylights ------ X -

Horizontal skylights - X -

Total Door/Window Heat Loss -

Roof - X -- [11 -

Floor * - X - -

Total Building Skin Conductance
(add boxed-in values) 100

The values here may be rounded off to whole numbers, as extreme accu'-cy is

not needed.

Crawlspace = Ah (see Figure 4.1)

Slab = F x P (see Table 4.1)
Heated basement UA wall above grade + hbAwall below grade hc floor
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0.12

).11 flf = basement* floor loss coefficient
lic hb= basement* wall heat loss coeffizient

- - crawispace floor heat "loss coefficient

~T .0 *4 feet or more below grade

0.0

u 0.06 __

h h

0.05 L LL

0.30

0.02
7. I I- - T

4 6 8 10 12 14 16 18- 20 22?_ 2
R-Factor of.Insulation

Figure 4.1 Heat Loss Coefficients for Basement and Crawlspace
Heat Loss Calculations.
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TABLE 4.1
~Heat Loss Factors for Concrete Floor Slabs

at Grade Level per Foot of Slab Edge

Hea Los actrs fr Cocrter-Foor Slabs imta

"Degree-Days Depth of F, oYrBtu" hr-

Insulation R-12 R-10 R-8 R-6 R-5 ;-2.5

A, 2500 (4-6 in. 0.14 0.19 0.26 0.41I 0.55 1.04

B, 3500O 12 in. 0.13 0.18 0.25 0.39 0.M2 1.00

C, 4500 18 in. 0.12 0.17 0.24 0.37 0.49 0.96

[ 5500
0 6500 24 in. 0.10 0.15 0.22 0.34 0.45 0.90

7500

0.8 ____________ I --
0 .7 J - --

0.6
I I I I I

4 0.5 - 7 81 9-  10- -  120.4_, _ _ _ I, I
0.3 L-'...

0.2 -1- T 7

0.1 - , - - - - - - - - - -

4 5 6 7 8 9 10 11 12

R

EX IPLE: The slab heat loss for a home with a 140 ft perimeter in Zone D would be,

using 3 inches of rigid polystyrene with an R-value of 3.85 per inch: (3 inches)

x (3.85) - R - 11.5 which would give an F-value of about 0.11; thus the heat loss
is 140(0.11) 15 Btu/hr-*F. Instead, 24 in. wide and 2 In. thick polyurethane

with an R-value of 5.88 per Inch could have been usod to get about the same heat
loss. The values In Table 4.1 can be Interpolated for the R-factor of the insulating

material used.
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TABLE 4.2

U-Values for Typical Building Construction
(for Passive Solar Houses), Btu/hr-ft'-Fo

1.2

Single glass, metal sash

l.1

Single glass (80% of window area), wood sash

1.0

3.9

4 in. solid concrete

0.8

80% Jouble glass, 1/4 In. air space, metal sash

( Double-walled plastic bubble
l.8Mfl double glass, 1/2 in. air space, metal sash

6 in. solid concrete

Fixed double glass, 1,'4 in. air space

30 double glass, 1/4 in. air space, wood sash

0.6

Fixed double glass, 1/2 in. air space

BOY double glass, 1/2 in. air space, wood sash

Double glass. I in. air space, aluminum sash with thermal break

12 in. soiid concrete
0.5

(Continued)
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TABLE 4.2 (Continued)

1-1/2 in. solid wood door

1-3/4 in. steel door withl solid o)olystyrene core

10% triple glass, metal sash

3 in. coemmon brick
0.4

Triple glass, fixed

80% triple glass. wood sash

1-1/2 in. solid wood door with metal storm door

0. 12 in. common brick

1-1/2 in. solid wood door with 50'. glass/wood storm door
10 in. adobe, 3/4 in. stucco wall (light color)

10 in. adobe. 3/4 in stucco wall (medium color)
Double-glazed uninsulated Trombe wall

0.2

Double-glazed water wall with night insulation

o.15_ f Double glaze with well-setting thermal shutters (depending on
R-value and installation)

20 in. adobe, 3/4 in. stucco wall

Double glazed Trombe well with night insulation

0.10-

Stucco wall, 2 x 4's with Rl-11 insulation, 1/2 in. gyps=n board

Wood siding, 2 x 4's with Rl-11 insulation, 1/2 in. gypsum tioard

124 in. adobe, 3/4 in. stucco wall, 1 in. foam (R-9) on exterior
4 in. common brick veneer, R-15 insulation. 1/2 in. gypsumr board

(.5 Wood siding, 2 x 6's with R-18 insulation, 1/2 in gypsurm board
0.5 10 in. adobe, 3/4 in. stucco wall, foam (R-18) on exterior

11Wood siding or brick, Rl-4 board, 2 x 6's with Ri-19 insulation.R oof with Ri-19 insulation
0.04

Double wall of 2 a 4's (offset, 24 in. .. )with iir gap, Ri-22 insulation

24 in. adobe, 3/4 in. stucco wall, 2 in. foam (R-20) on exterior
0.03

Roof with Rl-38 insulation (depends on leck layers, reflective

0.2 1surfaces, additional air spaces)

Rl-0 walls
0.01 Rl-8O roof

0
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TABLE 4-4

R-VALUES OF AIR FILMS AND AIR SPACES
(from Ref. 161)

R-value for Air Film On:

Type and Direction Non- Fairly Highly
Orientation of reflective reflective reflective
of Air Film Heat Flow surface surface surface

Still air:
Horizontal up 0.61 1.10 1.32
Horizontal down 0.92 2.70 4.55450 slope up 0.62 1.14 1.37
450 slope down 0.76 1.67 2.22

Vertical across 0.68 1.35 1.70

Moving Air:
15 mph wind any* 0.17
7k mph wind anyt 0.25

R-value for Air Space Facing:t

Orientation Direction Non- Fairly Highly
& Thickness of reflective reflective reflective
of Air Space Heat Flow surface surface surface

Horizontal 1/4" up* 0.87 1.71 2.23
4" 0.94 1.99 2.73
3/4" upt 0.76 1.63 2.26
4" 0.80 1.87 2.75
3/4" down* 1.02 2.39 3.55

1-1/2" 1.14 3.21 5.74
4" 1.23 4.02 8.94
3/4" downt 0.84 2.08 3.25

1-1/2" 0.93 2.76 5.24
4" 0.99 3.38 8.03

450 slope 3/4" up* 0.94 2.02 2.78

4" 0.96 2.13 3.00
3/4" upt 0.81 1.90 2.81
4" 0.82 1.98 3.00
3/4" down* 1.02 2.40 3.57
4" 1.08 2.75 4.41
3/4" downt 0.84 2.09 3.34
4" 0.90 2.50 4.36

Vertical 3/4" across* 1.01 2.36 3.48
4" 1.01 2.34 3.45
3/4" acrosst 0.84 2.10 3.28
4" 0.91 2.16 3.44

tOne side of the air space is a non-reflective surface.
*Winter conditions.

tSumrrmer conditions. 40
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TABLE 4.5

Average Window U-Values (24 Hours) and
Corresponding R-Factor of Night Insulation (14 Hours)

for Single, Double and Triple Glazing

24-Hour Average R-Factor of Night Insulation

U-Value Used Used 14 Hours (incl. Air Space)

in Heat Loss

Calculations Single Glazing Double Glazing Triple Glazing

0.56 1.4
0.52 1.6
0.50 1.7
0.46 2.0 0.4
0.45 2.1 0.5
0.44 2.2 0.6
0.43 2.3 0.7
0.42 2.4 C.8
0.41 2.5 0.9
0.40 2.6 1.0
0.395 2.65 1.05
0.39 2.7 1.1
0.38 2.85 1.2
0.37 3.0 1.35
0.36 3.1 1.5
0.35 3.2 1.6
0.34 3.35 1.75
0.33 3.5 1.9
0.30 4.0 2.15
0.29 4.25 2.4 1.0
0.28 4.5 2.8
0.27 4.75 3.0
0.26 5.0 3.25
0.25 5.2 3.5 2.0
0.24 5.4 3.7b
0.23 5.7 4.0
0.22 6.0 4.5 3.0
0.21 6.4 5.0
0.20 6.9 5.5
0.19 4.
0.17 5.()
0.16 6.0
0.15 8.2
0.14 7.0
0.13 8.0
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TABLE 4.6

Recommended Ranges for Surface Heat Losses in Direct Gain

Passive Solar Houses (in Percent)

Surface One-Story House Two-Story House

Exterior Walls 20-25% 25-30%

Windows and Doors 45-50% 50-55%

Roof 10-15% 5-10%

Slab/Floor 15-20% 10-15%

If the distribution of the building skin conductance for a direct-gain building

falls quite a bit outside the percentage ranges indicated in Table 4.6, the

design and building specifications should be reconsidered. Can window and door

openings on the east, north and west sides of the house be reduced without

reducing summer ventilation or natural lighting and still comply with local

building code requirements? Can the building shape be made more compact (the

less wall area, the less heat is lost)? Can wall, roof, slab edge insulation

be increased? Can window glass, shutter or curtain U-value be improved?

If the design includes a Trombe wall or greenhouse, the calculated values will

not fit exactly into the ranges given in Table 4.6; wall losses for the walls

will be higher and for windows lower for Trombe wall designs, with the opposite

being true for exposed greenhouse applications. Heat loss calculations following

the method here take the loss of the Trombe wall into account in finding the

building skin conductance and thermal load; some other methods, such as those

developed by Balcomb [7] do not. In retrofit projects, it may not be possible

to bring the building's heat losses within the recommended range without a very

great expenditure of money, time and trouble. For apartment houses, heat loss

depends on the location of each unit, with the ground floor apartments at each

end having generally the highest losses, followed by the end apartments on the

top floor; interior units have the smallest losses. Heating requirements among

these units can be equalized somewhat by choosing much better window night

insulation for the more exposed apartments.
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4.2 Calculation of Infiltration Load and Modified Building Heat

Loss Coefficient CB

Worksheet 3 is used to calculate the infiltration load and the modified

building heat loss coefficient. Volume is the gross floor area of the heated

space times the average ceiling height. The heat capacity of air depends on

altitude and is

C (sea level) = 0.018 Btu/ft3-0 F C (5000 ft) = 0.015 Btu/ft 3-0 F
p p
Cp (1000 ft) = 0.0175 Btu/ft 3-*F Cp (6000 ft) = 0.0145 Btu/ft3-0F
C (2000 ft) =0.0165 Btu/ft3-0 F C (7000 ft) = 0.014 Btu/ft3-0 F
P P
Cp (3000 ft) = 0.016 Btu/ft3-0 F Cp (8000 ft) = 0.0135 Btu/ft3-0 F

C (4000 ft) = 0.155 Btu/ft3-0 F C (9000 ft) = 0.013 Btu/ft3-0 FP P

The infiltration load is the heat needed to warm the cold air seeping into the

building through even the tiniest cracks, such as around windows, doors, and

where two different building materials meet, as for example between slab and

framing.

The air change per hour (ACH) is a very important parameter; unfortunately, it

can only be roughly estimated. A well-built solar house with very tight

windows, caulking, weatherstripping, storm doors, air lock spaces, enclosed

fireplace, few vents, some berming and landscaping with wind breaks, etc., can

be assumed to have from 0.3 to 0.6 ACH, depending on the amount of insulation

and quality of construction. If construction cannot be closely supervised, if

the house is located in a very exposed area, and if air locks have been

omitted because of cost-cutting, if the occupants are heavy smok'-r1 (and if

winter winds come from the same direction as summer breezes), then 't is safer

to assume a minimum of 3/4 ACH or more. A well-built conventional house is

assumed to have an ACH = 1. An older home with sliding windows could have an

ACH of 1-1/2 or more. To reduce infiltration, careful attention must 1. paid

to areas where cold air can enter, i.e. electrical outlets and piping in

exterior walls, and skylights and vents through the roof. Fireplaces should

be equipped with glass screens and a fresh-air duct with damper, or air-tight

stoves should be used instead; however, the warmer the climate, the less

strictly these last guidelines and requirements need to be followed.
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WORKSHEET 3

CALCULATION OF INFILTRATION LOAD AND

MODIFIED BUILDING HEAT LOSS COEFFICIENT CB

House Volume = Gross Floor Area x Ceiling Height =( )( ):
Infiltration Load = Volume x Cp x ACH ACH Air Chinge/Hour

-( )x( )x( )

= __ Btu/hr-OF

Modified Building Heat Loss Coefficient, Ca

. Building Skin + Infiltration
Conductance* Load

=24) + ( )] 24 (

= Btu/D.D.

Gross Heated Floor Area of Building = ft2

-- __ Btu/ft -D.D. D.D. = Degree Days'

* From Worksheet 2.

**"Degree Days" is an indication of the "coldness" of the climate for

heating calculations; the degree-day value for a particular day is

the difference between the average daily outdoor temperature and

65°F; the data is usually given in monthly and yearly totals.
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TABLE 4.7

Recommended Design Heat Loss Range for Passive Solar Houses

Heating Degree Day Range C B/A (Btu/ft -D.D.)
500 - 2000 5.5 - 8.0*

2000 - 4000 4.5 - 6.5

4000 - 6000 3.5 - 5.5

6000 - 8000 2.5 - 4.5

Above 8000 1.5 - 3

*Use lower values if refrigerated air conditioning will be used.

Table 4.7 is given as a checkpoint of the thermal performance of the design,

to show how well the house will perform as a thermal storehouse. It has been

compiled from published data on a number of passive direct gain solar houses

that use only wood stoves as backup heaters. The calculated CB/A should fall

within the indicated range for passive solar homes that expect to gain over 80

percent of their heat load by solar. Values toward the lower limit within a

given range of Table 4.7 should be achieved by larger houses and for locations

towards the upper degree day limit within the zone. Houses with extensive

uninsulated Trombe walls will have values somewhat exceeding these numbers.

Note that houses with construction and insulation yielding these values will

exceed FHA and TEA (1975) standards [8] by a factor of at least 2. The

proposed BEPS standards, for some regions in the U.S., are even less strict

than present FHA standards; as written, they do not encourage the use of

passive solar. It is of course possible to do even better than these

guidelines (Table 4.7); the building in this case would be extremely

well-built and insulated for the particular winter climate; one ;hould,

however, investigate the cost-effectiveness and the building's -u-Imer

performance (i.e. are enough openings left for efficient nattiral

ventilation?). If the calculated CB/A is higher than the indicated range, the

building specifications (U-values, dimensions/shape) shuld be revic.. in

terms of the design objectives. If no changes are desired at this point , th,-

designer should proceed with the calculations; later the choice can be mide to

either increase solar collection if possible or decrease heat loss depending

on which is more practical and economical. For massive adobe construction,

the "effective U-values" as developed by the University of New Mexico [9] may
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be used in these calculations for the walls only, not for the windows. Retro-

fits may nave difficulty achieving such small heat loss factors without a

large investment in adoed insulation. The cost-effectiveness of each case

should be evaluated individually. The solution will most likely be a

compromise between a somewhat higher heat toss (or summer heat gain) at lower

cost. Also, retrofits are usually equipped with a full-size backup, thus a

larger heat loss is not as critical here as for a new passive design with just

a small backup.

Fr" the purposes of this design procedure (under this Navy contract), Table

4.8 lists heating degree days for some representative locations. More

accurate local information may be available from local Chambers of Commerce.

Yearly and even monthly totals can vary tremendously from one year to the

next, thus using area-averaged values should be adequate to get an overall

indication of the performance of the design during all but very extreme

conditions. Reference [13] also lists heating degree data for many U.S.

locations.

TABLE 4.8

Heating Degree Days for Warm, Humid Navy Locations

(Source: Ref. [10])

Location Total J A S 0 N 0 J F M A M J

Jacksonville, FL
Pensacola, FL 1400 - - - - 190 350 400 280 180 - -
New Orleans, LA
Houston, TX

Orlando, FL
Tampa, FL 800 . . . .- 80 200 230 170 120 -
Brownsville, TX

Corpus Christi, TX

Miami Beach, FL 200 50 70 60 20
Key West, FL I

Hawaii, except for mountain peaks, has no heating degree days.
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4.3 Calculation of Building Net Heating Load Profile

In this step, the modified building heat loss coefficient CB (from Worksheet 3)

is used with the heating degree day information in Table 4.8 to find the thermal

load of the building. In Worksheet 4, the estimated internal heat source

contribution must also be listed in order to obtain the net thermal load; ap-

proximate values are given in Table 4.9. In conventional houses, the heat from

the internal sources is used to raise the temperature from the 650 base (used

in the number of heating degree days) to a more comfortable 68 to 70'F and is

thus not separately taken into account. In well-insulated passive solar homes

internal heat sources are important in reducing the thermal load and must thus

be taken into account. Many passive homes with sufficient storage are quite

comfortable at 65'F. The monthly heating degree days are multiplied with the

value of CB to get the gross thermal load in million Btu/month (or MBtu/month).

The internal heat contribution by people, lights and appliances is then sub-

tracted to get the net thermal load of the building, that is the heat needed

to be supplied by other sources such as solar and the backup heater.

Table 4.9
Contribution of Internal Heat Sources

300,000 Btu/month per adult per 24-hour occupancy

1,000,000 Btu/month for kitchen appliances and lights (2000 ft2 house)

200,000 Btu/month for washer/dryer if located in heated area

100,000 Btu/month for water heater if located in heated area

These figures for internal heat contribution are rough estimate'; they can be

calculated more accurately using ASHRAE methods [6]; however, since othor

assumptions such as infiltration are not that accurate (and dupnd on the

occupants' living pattern), extreme accuracy is not needed. if a!, outdoor

clothesline will be used frequently in the winter, this will reduce heat gain

by 100,000 Btu/month. If the water heater and laundry are isolated fiom th,

living area, their useful heat contribution is minimal and should not z, coitted.

Also, if little storage mass will be provided in the house, only two-thiros uf

the internal heat source contribution should be counted and entered in Worksheet

4. For a very small house (or a small family) the figures for lights, applicances

and water heater should be reduced; also use smaller values if the family is a

very energy-conscious and careful user of energy. In estimating the internal

heat contribution, caution is advised when there is any doubt about the future

energy consumption pattern of the occupants.
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WORKSHEET 4

CALCULATION OF BUILDING THERMAL LOAD PROFILE

Modified Building Heat Loss Coefficient CB from Worksheet 3 Btu/D.D.

Degree Gross Internal Net
Days Thermal - Heat _ Thermal
per x Ca = Load, Sources, Load,

Month Month MBtu/month MBtu/month MBtu/month

Aug. X CB = _ _

Sept. X C8

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.

Jul.

MBtu -Million Btu
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5. CALCULATION OF SOLAR HEAT GAIN AND AUXILIARY LOAD

How well will the designed building perform as a solar collector? To calculate

the solar heating contribution, data on average monthly solar heat gain through

south-facing glazing is needed, as given in Figure 5.2. Figure 5.3 gives values

for incident solar radiation on a south-facing surface tilted 370 as a conve-

nience for solar water heater calculations. Data for these figures have been

assembled from a number of sources, i.e. References [10, 11, 12]. A judgment

has to be made by the designer on the basis of local conditions in adjusting

the average values more accurately up or down. Worksheet 5 must be completed

for each solar heating mechanism present in the design.

5.1 Effectiveness Factor and Solar Data

To complete Worksheet 5, the net effective collector area must be determined.

This is a combination of frame shading, type and number of glazings and the

solar heat gain mechanism efficiency and can be calculated by using the factors

listed in Table 5.1. The gross collector area (usually taken from the overall

dimensions of the window) is multiplied by a frame shading factor (0.95 for the

narrow sashes of fixed windows, 0.8 or less for wider wood sashes and windows

with many small panes). It is assumed that window screens are removed and

glazing is cleaned in the winter to allow maximum heat gain. The window (or

collector) area is then additionally multiplied by the "effectiveness" factor,

depending on the glazing and collecting method used, and the resulting number

is listed on the top of Worksheet 5. The purpose of the "effectiveness" factor

is to provide an adjustment for the efficiencies and operational characteristics

of the various passive solar heat gain mechanisms, so that a single solar

estimator curve can be used for the combined heat gain. The values for Trombe

walls have been checked against Balcomb's work [7], those for direct gain and

solar roofs against actual operating experie,,ce. The value for sunspace (a

feature of more complex designs) and for roof ponds are estimates ai, need

verification. At present, these factors can be used with a good degree of

reliability in climates which have over 60 percent or more monthly possible

sunshine (Figure 5.1). For climates that have considerably more cloudy days

in winter, and for hot, humid areas, both of which are designed with smaller

storage capability, it is recommended that the effectiveness factor be
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Figure 5.1 Mean Percent Sunshine Possible in Warm, Humid U.S. Climatic Regions
(averaged from data in Reference [13]).

multiplied by an additional 0.90 to account for the reduced efficiency of the

storage. Using excessive amounts of storage is not advisable in these climates

because this would either reduce the efficiency of the auxiliary heating system

or increase summer discomfort. Additional studies will need to be made to ob-

tain more accurate estimates of performance.

If the design incorporates an exposed greenhouse, a series of separate calcula-

tions for the greenhouse alone should be made, using Worksheets 1 through 5.

The monthly heat loss cf the greenhouse is subtracted from the monthly solar heat

absorbed and multiplied by a factor of 0.8 if the heat distribution is easily

made with large openings (windows, vents with fans, etc.). If the heat distri-

bution is more indirect, (i.e. storage wall only) the heat gain must be reduced

by a factor of 0.5 for each month. (These factors are only estimates and will

need to be checked against operational data; however, they do represent a reason-

able adjustment for the reduced efficiency; the resulting overall auxiliary load

figures should be within the accuracy of the other input data and operating con-

ditions, considering the large possible yearly and daily variation in the weather.)

Worksheet 5A can be used to compute the adjusted net solar greenhouse heat gain.
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The effect of a roof overhang can be calculated with the tables given in the

following section. If the home will have an off-south (skew) orientation,
mid-winter solar heat gain will also be reduced, as indicated in Section 5.3.

Warm climates require that SW, SE, S and W-facing walls and windows be

carefully shaded with vegetation, vertical grilles, wide covered porches

etc. -- without blocking the summer breeze.

Table 5.1
Effectiveness Factors

(to adjust heat gain from different solar mechanism to
the application of a single estimator curve)

Multiply the gross window collector area by a frame shading factor of 0.80

to 0.95 depending on construction (for solar roofs and roof ponds, use the

unshaded (projected) horizontal roof area instead) and by one of the fol-

lowing:

0.85 for double-glazed direct-gain windows with regular glass

0.90 for double-glazed direct-gain windows with low-iron glass

1.00 for single-glazed direct-gain windows with regular glass

1.05 for single-glazed direct-gain windows with low-iron glass

0.70 for double-glazed vented uninsulated Trombe walls*

0.65 for double-glazed unvented uninsulated Trombe walls

0.80 for double-glazed vented Trombe walls with R-9 night insulation*

0.75 for double-glazed unvented Trombe walls with R-9 night insulation

1.05 for double-glazed water walls with R-9 night insulation*

1.10 for single-glazed water walls with R-9 night insulation*

0.50 for well-insulated roof ponds

0.075 for dark-colored shingle or metal solar roofs

0.04 for medium-colored built-up solar roofs

*With optimum wall thickness of 10 to 16 inches and ther-'al storage

of about 0.45 Btu/°F-ft2 [7]
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WORKSHEET 5

CALCULATION OF SOLAR HEATING CONTRIBUTION

Mechanism:

Net Effective Collector Area: ft2 = Aeff

Aeff = Agross x (Frame Shading) x (Effectiveness, Table 5.1)

Adjustment Factors

Off SouthSolar Heat Gain Roof Overhang Orientation: Solar Heat
from Figures 5.2 & 5.3 from % Reduction Absorbed in
Btu/Month-ft2 x 103  Worksheet 58 from Sec. 5.3 MBtu/month

Month (1) (2) (3) Aeff x (1) x (2) x (3)

Aug.

Sept

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.

Jul.
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WORKSHEET SA

ADJUSTED NET SOLAR GREENHOUSE HEAT GAIN

Solar Heat Monthly Heat Net Heat Adjusted
Gain Absorbed Loss (Net Gain - Net Solar

Month (from Worksheet 5 Thermal Load) MBtu/month Greenhouse
of Greenhouse from Worksheet 4* Heat Gain
Calculations) MBtu/month x Adjustment Factor

Aug. _ _ _ _ _ _ _ _ _ _ _ __ _ _ _ _

Sept.

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.fr

Jul.1

*For greenhouse heat loss to the outside only.

53



ORLA44DO, PN2ACCL^, FL.

-4 -- NEW ORLEANSILA) HOUSTON, BMON5'VILLE~jTX

('j 35
4.)

44J

4-I

15 1

0

4.)

55



HOLJ5TON -e.x,
S NrWOL-A6L,

e=370 - - WNVIL~~rX

X 60 -----__ _ __ __ _ __ _ Oi--~D.~

4T)

4-

40

00
SothFainr Srac a 3 Tl

(55



5.2 Calculations and Adjustments for Roof Overhang

In case a coof overhang is used on the south side to give summer shading, the

vertical length of the shadow cast in relation to the length of the horizontal

roof projection is given in Table 5.2 for the different latitudes of warm,

humid Navy locations.

Once the overhang dimension has been tentatively decided on, it will have to

be checked for winter shading by using Worksheet 5B. Table 5.3 lists the

vertical length of the shadow cast per foot of roof overhang projection for

different latitudes. When multiplied by the size of the overhang, tnle length

of the shadow cast at noon is obtained and entered in Column (1). For

example, at 280 N latitude, a 2 ft overhang would cast a 6.8 ft shadow in

April. This illustrates how important it is to keep overhangs to a minimum in

colder climates where solar heating is required into the late spring. Spring

shading on south-facing vertical surfaces from a roof overhang can reduce heat

gain to such an extent that more auxiliary heat will be required than in

mid-winter. However, in warm climates, the overhang must be sized to prevent

solar heat gain from mid-March through early November.

Shading of the window should be checked for each heating month by calculating

the shadow length. If much shading occurs, the solar heat gain from Figure

5.2 used on Worksheet 5 must be reduced for those months (or the overhang
should be of a folding or removable type). Since the shadow is given for the
noon hour when it is at its maximum, it is not necessary to take its full

effect into account; about two-thirds will give a better approximation over

the whole day. Note that the values in Table 5.2 are only valid for south

orientation. The shading factor (reduction in solar heat gain) in Column (M)

of Worksheet 5B is entered in Column 2 of Worksheet 5.
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TABLE 5.2

Summe'- Shading with Roof Overhang

Latitude Length (ft) of Horizontal Projection to Cast Shadow
(A) on South Wall from 11 April - 1 September

(B) 4 ft Shadow 6 ft Shadow 8 ft Shadow 10 ft Shadow

240 N Lat 1.1 1.7 2.2 2.8
280 N Lat (C) 1.4 2.1 2.8 3.5
320 N Lat 1.7 2.5 3.4 4.2

TABLE 5.3

Winter Shading With Roof Overhang at Noon

(South Orientation)

(H) Height of Shadow Cast for Latitude per Foot of Projecting Overhang, ft

Month 240 N Latitude 280 N Latitude 320 N Latitude

S 2.2 1.9 1.6
0 1.4 1.2 1.1
N 1.0 0.9 0.8

D 0.9 0.8 0.7
J 1.0 0.9 0.8
F 1.4 1.2 1.1
M 2.2 1.9 1.6
A 4.5 3.4 2.7
M 13.0 7.0 4.5
J 12.0 6.5
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WORKSHEEr 5B

CALCULATION OF SHADING WITH SOUTH ROOF OVERHANG

(A) Latitude of building site: ON

(B) Length of summer shadow desired: ft

(C) Size of roof overhang (projection from south wall)

from Table 5.2 (directly or interpolated): ft

(0) Height of lower overhang edge from finished floor: _ft

(E) Distance from finished floor to top of glazing: _ft

(F) Vertical distance from top of glazing to roof overhang:

(D) - (E) =ft

(G) Window or glazing height: ft* *

Height of Effective Window % Shading,
Shadow Cast, ft Shadow Length, ft Shading, ft* (K)/(G) Shading Factor,

Month (H) x (C)= (1) (J) 2/3 (I) (K) (J) - (F) =(L) (M) 1- (L)

S

0

N

D

J

F

M

A
M

Enter Column (M) in Column 2, Worksheet 5.
* If (J) (F) is less than zero, enter zero in Column (K).

* If window (glazing) height varies, a reasonable average can be assumed.
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5.3 Influence of Off-South Orientation

In retrofit applications, the heat-gaining surfaces and glazing will not always

be facing true south or nearly so. Figure 5.4 gives the percent of solar radi-

ation striking a vertical wall, with the true south exposure receiving the monthly

maximum or 100 percent (for 24'N and 32°N latitude). A linear interpolation may

be made for other latitudes within this range. Note that deviations of +300

receive from 80 to 85 percent of the mid-winter radiation in these latitudes; this

percentage drops to around 70 for the SE and SW orientation and to about 30 for E,

W orientations. The percent reduction (or increase) is read from Figure 5.5 and

entered in Column 3, Worksheet 5 in decimal form (i.e. 60% = 0.60). A slightly

eastern orientation may be desirable where early morning heat gain is wanted and

possible with climatic and topological conditions (i.e. no pattern of early

morning fog or mountains to the east) and where the summer breeze is predominantly

from an easterly direction. Because of the large heat gains on E and W facing

walls in southern latitudes, an off-south orientation can pose a more difficult

problem in the summer. Special attention will have to be paid to shading these

surfaces in the summer without impeding natural ventilation. Roof overhangs are

not useful in orientations more than about 200 off south, because they would have

to be extremely large to be effective.

240N Latitude

300 -1. I . _ May/Jun/Jul 320N Latitude

S260 -IL _J 1- 260 -J
_ t I I oII I May/Jun/Jul

S220 - L j -4_.- Apr/Aug 220 _ -

* 180 L c "180 _j

I I I _ < AFr/Aug140 /-_11 1r40,3
Mar/Sep 140

10 U .j 100", . .I _ ... _
Lcc

LLU

Feb/Oct 0_
0 Nov/Dec/Jan 60 Fec

20 __1_______20_____._ _ Nov/Dec/Jan
0 5 30 45 b0 75 90 U I 30 45 G 75 90

S SW/SE W/E S SW/SE W/E
ORIENTATION ORIENTATION

Figure 5.4 Percent of Maximum Solar Radiation Received on Vertical Walls

Deviating from True South at 240 and 320 N Latitude (Ref. [6])
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b.4  Spdcinfor Sawtooth C)earstory Window Arrangements

If south-facing clearstory windows and/or solar coilectors for water heating

are arranged in more than one row, the spacing between these rows must be

large enough to avoid shading the second row by the first row. The formula

below can be used to calculate the length of the shadow for any obstacle that

may be in front of the solar glazing, be it collector or window. For

comparatively narrow obstructions, the solar altitude value at noon snould be

used; for shading by longer rows, a value earlier in the morning should be

chosen. The formula for the spacing distance is:

d = h/tan a

where d, h and a are defined in Figure 5.5. The obstacle height can be taken

off the design drawings. The sun altitude angles a for December (the worst

d VERTICAL COLLECTOR

OBSTACLE

h
GLAZIN

%- d

SLOPED COLLECTOR

h - height of front row of collectors, sawtooth roof section or any

other obstacle

d - distance between obstacle and nearest ooint of second-iw glazing

o.= solar altitude angle

Figure 5.5 Definition of Symbols Used in Sawtooth Spacing Calculation

60



condition) for southern latitudes and different times of day are listed in

Table 5.4, together with the corresponding values for tan a.

For example, if the obstacle height of a long row is 6 feet, the spacing to

the second-row glazing should be d = 6/tan 230 = 6/0.42 = 14.3 ft for a

building in Corpus Christi, Texas, with no shading after 9 a.m. If this spacing

is too large for the design under consideration, a compromise is called for.

Some shading after 9 a.m. may have to be tolerated or the clearstory windows

or collectors can be raised some in the second row. If no shading after 10

a.m. would be an acceptable compromise, the spacing distance would be reduced

to d = 6/tan 310 = 6/0.60 = 10.0 ft. Since this calculation was made for the

month of December, any other time of the year will have less shading on the

second row even very early in the morning.

TABLE 5.4

Sun Altitude Angles on 21 December for Southern Latitudes and

Different Times of Day, together with the Function tan a

Solar 24°N Lat 28°N Lat 320N Lat

Time a tan a a tana Of tano

7 a.m. 30 0.05 00 -- 0 °

8 a.m. 150 0.27 130 0.23 100 0.18

9 a.m. 25.50 0.48 230 0.42 200 0.36

10 a.m. 340 0.67 310 0.60 ?8 0.53

11 a.m. 400 0.84 36.50 0.74 33' 0.65

Noon 42.50 0.92 38.50 0.80 34.50 0.69
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5.5 Calculation of Building Auxiliary Load Profile

Worksheet 6 i3 used to determine the solar load ratio and ultimately the

auxiliary load profile. Values for the net thermal load are transferred from

Worksheet 4. The total solar heat gain for each month is the sum of all

passive/ hybrid absorbed solar heat figures from Worksheets 5 and the adjusted

net heat gain from Worksheet 5A in the case of a greenhouse. The solar load

ratio (SLR) is the total monthly solar heat gain divided by the monthly net

thermal load. The solar heating fraction (SHF) is then obtained from the

solar heating estimator (Figure 5.6) for the corresponding value of solar load

ratio for each month. The monthly solar heating contribution is obtained by

multiplying the SHF with the net thermal load. Finally, the auxiliary load

profile is calculated by subtracting the solar heating contribution from the

net thermal load.

Depending on the size of the house and its location, an auxiliary monthly load

of 1 to 2 MBtu can easily be supplied with an efficient wood burner. Econom-

ically, it is probably not necessary to supply more than a solar heating

fraction of about 0.7 in the mid-winter months since the solar heat gain

needed to increase the fraction above 70 percent is proportionally much larger

than at lower SHF, and the added investment is most likely neither

cost-effective nor necessary, since too much heat gain during the coldest

months will lead to increased likelihood of overheating, especially in the

fall. More importantly even, the calculated auxiliary load will occur only in

the coldest years, because it is impossible to accurately take the "comfort

factor" into account in these calculations: However, from experience it has

been found that passively-heated homes usually feel comfortable at much lower

interior air temperatures than do conventionally heated houses; thus less

auxiliary heat will be needed in the actual case than is indicated by the

calculations, especially for designs that incorporate some type of zoning

where bedrooms would remain unheated when the auxiliary is used, and for

designs which have a considerable amount of thermal mass (where justified by

climatic conditions).

It is very important in locations with cool winters to choose the auxiliary

wood burner (References [14, 15]) or other backup system with great care. If
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a conventional system is used, it must be sized correctly for the small loads

of these well-insulated houses. Reference [4] contains a discussion of

auxiliary heating in New Mexico; much of the discussion also applies to

conditions elsewhere. The future availability of the auxiliary energy source

must be considered. Wind generators may be attractive and economical in

locations with strong, steady winds.

t', i
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WORKSHEET 6

CALCULATION OF BUILDING AUXILIARY LOAD PROFILE

ANet Total Solar Solar Solar Auxiliary
Therm~al Solar Load Heating Heating Load
Load Heat Ratio Frac ti on Contrib. Profile

Month tfrom Gain (SLR) (SHF)
Worksheet 4) (from Work- (B) (A) (from (D) x (A) (A) - (E)

sheet 5) Fig. 5.6)
(A) (B) (C) (D) (E)_ (F)

Aug.

Sept.

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.

Jul. ______ _ _ _ _

MBtu MBtu
TOTAL MM~tu ____
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6. GLAZING AND STORAGE CALCULATIONS

A very rough estimate of the ratio of south-facing window area to floor area

for direct gain houses is given by the following:

For cold climate, glass area/floor area = 0.2 - 0.3

For moderate climate, glass area/floor area = 0.15 - 0.25

For warm climate, glass area/floor area = 0.1 - 0.15

These values are given for houses with maximum insulation, adequate mass, good

heat distribution and small auxiliary heaters. Approximately the same

relationship should also hold for each solar-heated space or room; however,

the location of each room and its use must be taken into consideration. For

instance, kitchens with many internal heat sources will need less solar heat

than living areas, and sleeping areas used only at night may also remain

cooler. Reference [1] gives many additional rules of thumb for glazing and

storage sizing.

The importance of good heat distribution together with an adequate amount of

mass for the specific climatic conditions cannot be overemphasized. For

example, south-facing rooms should not be too small and should have large door

openings as weil as masonry walls connecting to the north-side rooms, if they

are not open areas altogether. The storage mass should have a large surface

area (with a thickness from 6 to 18 inches for masonry) well distributed over

the rooms. It does not have to be in direct sunlight, although the

effectiveness of direct gain is increased (and less mass is required) if at

least a portion of the heat storage mass receives direct sun in the mid-winter

months during a good part of the day.

The amount of storage mass will determine the comfort in the house, i.e. the

daily temperature swing that will be experienced and the heat loss over a com-

pletely cloudy day. Table 6.1 gives a tabulation of storage mass required per

temperature swing of the storage mass and the maximum solar heat gain per day

for 100 square feet of south-facing windows. For masonry walls that are not

directly exposed to the sun, a temperature rise of around 50F would be

comfortable; for mass exposed to the sun, a temperature rise of 20-250F is
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I
not unusual. For a combination, a AT of 100 F maximum is a good value to be

assumed for the calculations and design. In warm, humid climates, storage

mass must not be overdesigned, and it should be placed in full sun if possible

to reduce the volume.

Worksheet 7 can be used to tabulate these calculations for each room. Note

that the storage volume will have to be adjusted for the actual glazing in

each room (net area of glass), since it is listed in Table 6.1 on the basis of

a 100 square foot window area. To calculate the maximum temperature drop in

the house for an average January day without any solar gain or auxiliary

heating, the formula in the lower half of Worksheet 7 can be used. Values for

heat capacity of storage materials are listed in Table 6.2. A calculated drop

of 80F or less is considered to be adequate for a direct-gain house in a sunny

climate. A much larger drop indicates that some auxiliary heating will be

required on most cloudy days. Actual performance will be better than the

calculations indicate in many cases, since nights during cloudy periods have

higher average temperatures than clear nights, and also because some solar

radiation is received even during cloudy conditions. For a second,

consecutive day, the temperature drop would be somewhat less, because this

type of heat loss follows an exponential curve.

For fully exposed south-facing vertical double glazed windows at 28'N

latitude, the maximum clear-day daily heat gain in December/January is about

1500 Btu/ft 2-day. To calculate an adequate amount of storage, determine the

daily solar heat gain per square foot for the design, then choose a value for

AT and read the volume of storage required from Table 6.1. This value must be

adjusted for the room by multiplying by the south window area of the room and

dividing by 100. More mass than this will give a lower AT. If on'\ a small

amount of space is available, water exposed to the sun directly behind th'e

glazing will use the least volume; if space is not critical, mass wal ca, he

used; they will supply support, ease of maintenance ard soundprool

Phase-change materials (eutectic salts) may be available commercially il, th

future for heat storage that will be able to store large amounts of heat. in a

small volume (Reference [2]). These would be especially suitable for warm,

humid locations.
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When the design of the home has been completed, the storage mass in the

building should be checked once more. If the mass is scanty (especially in

areas with many clear days in the winter), the daily temperature levels in the

home will fluctuate wildly; if the mass is too large (especially in areas with

many cloudy days in the winter), it will be difficult to warm up the home

again after a long period of cloudy weather, and too much auxiliary heat will

be diverted to recharging the storage. It will not be economical to spend

money on excessive storage. In houses where solar is not expected to supply

nearly the entire daily net heat load (that is, some auxiliary heating is

acceptable for most days), storage can be somewhat higher; it will be useful

for load management and to avoid rapid cooling in areas where supply

interruptions of the auxiliary fuel are likely.

Completing Worksheets 1 through 7 with the data from the preliminary design

sketches should give the designer a good idea of the expected performance of

the planned passive solar building* and the influence of the different design

components and their relationships. The procedure should be repeated each

time changes are made and finally with the exact dimensions off the finalized

blueprints and building specifications. Window dimensions especially seem to

change at the last minute depending on what is available at the local supplier

at a good price or in order to comply with codes when getting the building

permit. The U-value of the wall and roof materials and insulation finally

chosen may also vary from that assumed for the design calculations, depending

on market conditions, especially if last-minute substitutions have to be made

because of shortages or in a more fortunate case because an unexpected bargain

becomes available. Calculations should be redone if the U-values of walls

and/or roof are higher than those used in the calculations, to check if

additional solar heat should be provided. On the other hand, if the U-values

are considerably lower than those used in the calculations, it may be possible

to reduce solar window size or relax some other design specifications as

compensation. Since the heat loss of the building is very much influenced by

the R-factor of window night insulation and since this component will be one

of the last to be chosen and installed, adjustments can be made here if heat

losses have changed because of substitutions which have arisen during the

building phase.

*If actual operating conditions (i.e. infiltration rate) will closely

correspond to the assumptions made in the calculations.
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WORKSHEET 7
GLAZING AND STORAGE CALCULATIONS

Daily Maximum Solar Heat Gain:

South Floor Designed Storage Volume per Temp.

Glazing Area Storage 100 ft2 of Glazing Swing

Room ft2  ft2  ft3  ft3  OF

TOTAL

Check for temperature drop during a completely cloudy day (24-hour .,,riod):

Maximum &T = Net January Thermal Load*/31
Total Volume x (Heat Capacity of Storage Material)**

aT 31 -= _°F

*From Worksheet 4.
**From Table 6.1.
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Table 6.]

Mass Required to Store Solar Heat Gain Through Windows

Maximum Daily Temperature Swing Volume of Storage per
Solar Heat Gain of Thermal Mass 100 sq. ft of Window Area

Water Concrete
Btu/ft2-day AT, OF ft3  gal. ft3

5 160 1200 415
10 80 600 210

500 15 55 400 140
20 40 300 105
25 30 225 85

5 240 1800 625

10 120 900 315
750 15 30 600 210

20 60 450 155
25 50 375 115

5 320 2400 830
10 160 1200 420

1000 15 110 825 280
20 80 600 210
25 60 450 170

5 400 3000 1050
10 200 1500 520

1250 15 130 1000 350
20 100 750 260
25 80 600 210

5 440 3300 1150
10 220 1650 585

1375 15 145 1100 385
20 110 825 285
25 90 675 230

5 480 3600 1250
10 240 1800 630

1500 15 160 1200 420
20 120 900 310
25 100 750 250

5 560 4200 1460

10 280 2100 730
1750 15 190 1425 490

20 140 1050 360
25 110 825 290
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TABLE 6.2

Heat Transfer Characteristics of Masonry Storage
Materials Compared to Water, Wood and Steel

Specific Heat Density Heat Capacity Conductivity
Material Btu/Ib-OF lb/ft3  Btu/ft-3-°F Btu-in.- hr.O*F-tz

Adobe 0.22 90-105 20-23 4

Brick 0.21 110-130 23-27 5

Brick with mag- 0.2 120 24 26
nesium additive

Concrete 0.16 140 22 12
(Stone, Sand)

Concrete so 2.5
(Cinder Block)

Gravel 0.21 115 24 2.6

(300 voids)

Earth 0.21 95 20 6

Pumice -- 49 -- 1.3

Sand 0.2 100 20 2

Stone 0.2 165 33 11-12

Steel 0.12 490 59 310

Wood 0.6 30 18 0.8-1.1

Water 1.0 62.4 62.4 4
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7. ENERGY SAVINGS CALCULATIONS

Since many people are not onIy interested in knowing how much auxiliary energy

will need to be expended to heat the designed building, but also in how much

energy is saved (in order to calculate the cost-effectiveness of the passive

method), a brief discussion of the topic is included here. Unfortunately, the

problem is rather complex, since results depend on the performance calculation

method used [16] and on the design of a "reference" building. Since a passive

design is a combination of very good insulation, sufficient storage mass and

correct choice and placement of heat-gaining windows, walls, roofs and spaces,

it is very difficult to determine what the conditions would have been for a
"similar" building but without passive heating. Would such a building still

have the same shape, orientation, roof line, volume, size, floor plan, etc.,

since these were to a very large extent chosen with passive heat gain in mind?

Thus, for the sake of simplicity and uniformity, it is proposed here that the

minimum U-values for the building's design be used as specified in the local

building code. Also assumed are a standard ceiling height of 8 feet unless

the reference building would definitely have been designed with a different

ceiling height. A square floor plan with windows 10 percent of the floor area

and distributed equally in all four directions is assumed also, if the passive

solar building has a rectangular shape. If the passive house has a more compli-

cated floor plan, the same shape should be assumed for the reference building

but with windows distributed equally in all 4 directions. The main reason for

these assumptions is that up to now buildings on the whole have been oriented

with complete disregard to solar gains, so that on an average, just as many

windows and building orientations are found in each direction.

Worksheet 8A can then be completed in a manner similar to the calculation pro-

idure for passive houses, though the computations are somewhat simplified. The

same values for heating degree days and solar heat gain should be used as in the

passive computations. Internal heat gain is not subtracted in conventional houses,

since it is assumed that this heat will help raise room temperatures from the 65°F

design temperature to a more comfortable 700F or so, in contrast to many passive

solar homes which are quite comfortable at 65 F air temperature. Effective window

area for south-window solar gain is calculated in the same way as for the passive

design and then multiplied by one half, since some of these windows may be shaded.

The auxiliary load of the solar design from Worksheet. 6 can then be compared with

the heating load of the reference building.
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On Worksheet 8B, the heating load of the reference building from Worksheet 8A

is listed first. Subtracted from this is the auxiliary load of the passive

design, as calculated on Worksheet 6. This will give the heat saved in MBtu

by using the passive design. If the passive design uses fans and other

motorized equipment, these power requirements will have to be subtracted from

the gross heat saved to get a true picture of the real savings between the two

buildings. This power usage is usually obtainable in kWh; for conversion to

MBtu, it must be multiplied by 0.0034 before it is listed on Worksheet 8B.

The energy savings depend on the fuel that is being replaced by solar. Energy

savings can be calculated for the most commonly available energy source in the

area or for all of them. The results of course will only reflect savings

based on the current price of these fuels. Solar energy is neither subject to

price escalation nor inflation once the equipment is installed or the

structure is built. With the steep increases in the cost of fossil fuels, the

savings due to solar can be expected to increase dramatically if considered

over the life of the structure (which can be as much as 50 years or more for a

well-built house). In order to express the cost per unit energy in dollars

per million Btu, the cost is multiplied with a conversion factor (which also

includes a multiplier for efficiency).

For example, if electricity were to heat the reference building, the cost in

cents/kWh is multiplied by 2.93 to get the cost in $/MBtu (since 1 MBtu

293.1 kWh) and by the net energy saved to get the total monthly savings in

dollars.

If gas is assumed to be the fuel for heating the reference building, the net

heat saved is multiplied with the cost of gas ($/MCF) times 1.7 to tak,2 burner

efficiency into account. Natural gas is sold in units of one thoLusIMd cubic

feet (or MCF) which have a heat content of around 1 MBtu. At present , most

utilities have a sliding price scale for their energy sales; this m , tat

large users pay less per unit than do small users. Thus it may be sonic.hat

difficult to obtain exact quotes for gas prices per MCF for these

calculations. The situation is somewhat similar for electricity costs also.

If you have recent utility bills at hand, you may calculate an average price
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WORKSHEET 8A

CALCULATIONS FOR REFERENCE BUILDING

Buildinci Location: Zone:

Floor Area: ft2 = ( _ _ft)2  Perimeter = ft;

S. Window Area (0.I)(A)4 ft 2;

Effective Area X ( )( ) ) ft'

Bi~ilding Skin Conductance (Btu/hr-°F):

Total Wall and Window Cormination: U-Value x Area = ( )x( )
Roof: U-Value x Area = ( Wx_,
Floor (R= )- F x Perimeter: (see Table 7-2) = ( )x( )=

TOTAL

Infiltration: Volume x C x ACH : ( ) x ( ) x 1

Modified Buildinn Heat Loss Coefficient C

= 24 (Skin Conductance + nfiltratienj = 24[( + )] =1 f
CB/A =Btu/D.D. -ft

Heat Load Calculations(MBtu): Gross Heating Load minus Solar Heat Absorbed
is equal to Net Heating Load

Gross I Solar Net
Month Degree Days Heating Solar Heat Absurted Heating

Load Gain Load

Aug.

Sept.

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.

Jul.



WORKSHEET 8B

HEAT SAVINGS CALCULATIONS FOR PASSIVE DESIGN *

Month Reference Passive Gross Parasitic Net Cost of Energy Saved:

Bldg. Solar Heat Power Energy ELECTRICITY: cents/kWh x 2.93

Heating Building Saved (See Saved GAS: $/MCF x 1.7 **

Load Aux. Foot- OIL: $/gal x 14.4 *

Load note), WOOD: $/cord x 0.11 *

kWh x

0.0034 = $/MBtu x Net Savings =

MBtu/mo. MBtu/mo. MBtu MBtu MBtu $

EL GAS OIL WOOD

Aug. )- ( )

Sept.

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.

Jul.

TOTAL

*Does not include savings for solar water heating (or summer cooling).
**60% efficiency.

*** 1 MBtu = 7.2 gal. heating oil, 50% efficiency.

"" *Average of 20 MBtu per cord of wood depending on type [15] and 45% efficiency.

Add electricity needed to run the conventional furnace; substract th'
electricity needed to operate fans in the passive design.
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from these. Do not forget to include taxes and any charges for fuel cost
adjustments included on the bill. rhe last column in Wurksheet 8B then

represents the savings in an average heating season with present energy
prices. At present, gas prices in many areas are still relatively low (and

the savings correspondingly small); t is situation, however, can change rather

quickly once natural ga; prices become deregulated. Electricity is expensive,

because it is a secondary energy source which has ueen generated from a
primary source (gas, oil, hydro, wind, tiuclear, coal etc.). This conversion,

when using fossil fuels, is only about. 30% efficiert. Electricity is also a

high-temperature, high-quality energy source, and its use for heating is ir,

most cases not appropriite, unless it is generated from i renewable source

such as a wind machine and its supply is abundant and reliable.

In this warm, humid climate, the major energy savings will come froi! pssive

cooling methods (since they will reduce or replace expensive electricity used

for refrigerated air conditioning). In a carefully designed home, these

savings should be at lea-t 70% of the cooii g .;osts of an equivalent

conventional structure and can approach almost 100% if the rcfrigerated air

conditioner can be eliminated altogetrer by passive techniques. Solar water

heating can easily supply about 75% of the domestic hot wate; load if

desigied, sized and installed correctly.

Since energy prices are expected to double in anothe~r ten years or less, it

can be seen that the savings will increase in fut,)re years to make the passive

design even more worthwhile. To this, add the benefit of a healthier

environment (inside and outside the house and in the community), possibly less

maintenance and less noise because of the mass, a longer life for the building

because of its quality construction, and federal and state*" solar tax

rebates, and it can be seen that even with somewhat higher construction costs

the well-designed and well-built passive building will be a;, excellent

*Federal legislation now in Congress may soon allow tax rebates for the
passive components of a building.

**State solar tax rebates vary from state to state. Some counties and
municipalities may also have special benefits for solar construction, i.e.,
exemptions from sales tax, property tax, etc.
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* investment indeed. The passive house will also be (and feel) so much warmer,

especially since people in conventional homes are turning their thermostats

down to save energy and money.

If you have difficulties with this calculation procedure, it may be helpful if

you could attend a solar workshop which is held periodically in different

cities around New Mexico; these workshops are sponsored and taught by the New

Mexico Solar Energy Institute in cooperation with the New Mexico Solar Energy

Association (NMSEA). If your design incorporates a Trombe wall or greenhouse,

attending a hands-on workshop conducted by the New Mexico Solar Energy

Association in Santa Fe or its affiliated local societies is highly

recommended, or similar workshops may be held by solar societies in your area.

A completed set of worksheets is attached in the Appendix, giving the

calculations for a sunspace passive solar home in Corpus Christi, Texas (800

H.D.D.).

ir
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APPENDIX

DESIGN AND CALCULATION EXAMPLE FOR WARM, HUMID CLIMATE
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______________ r~\TkQo
WORKSHEET 1A

DESIGN INFORMATION CA5 ZONA

1. Location of building: CMUt3CggjVAltitude: SMPA LMV IL
2. Building type (one or two story, split-level, etc.): I ___ _ __

3. Roof shape: _MotF1= .I & _;. C L;

4. Lot size: 11f C IOI Special features: -M~ L~A_! vri4 hr. r~nski-.Lord) 1cpa= &r- cs et4 .
5. Lot orientation (in which direction ill the house face the street?):

6. Building setbacks (check with local codes): 3:E

7. Zoning restrictions and covenants:

8. Lot access: _ SouT( ' o. VW 'S

9. Utility access:

i0. Lot slope, water runoff (erosion?), berming: 6COo MPAr.&U 4 ALAI.

11. Predominant direction of winter wind: 55_ Velocity: j mph average

12. Predominant direction of summer breeze: _ Velocity: mph average

13. Direction of best view:

14. Direction of worst view:

15. Shading from neighboring houses, trees, etc.: Desirjrae CXC_=P- Iv

16. Approximate floor area: 1S-.o Heated basement? J __

17. Number of occupants:

18. Number of bedrooms, baths: 2 r-,?.1 . /.L A'lA

19. Other living spaces wanted:

20. Life style of occupants and special needs (i.e. play area for children,
space for entertaining, hobbies; space used during day, evening; special
storage requirements; handicaps): 6jtz v - T 2 v

C ; -. _ N"TN.s.) -_'_... .. .....

1. Preferred patio location, other outdoor recreation areas:_

22. Occupants likethefollowing features:....

23. Occupants dislike the following features: -i
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WORKSHEET 1B

SPACE RELATIONSHP DIAGRAM

Floor area: KJO sq. ft.

Sketch the location of the main entry and the living, cooking,

eating and sleeping areas; then mark th( major wind directions

and place kitchen, baths, utility, and laundry rooms downwind

of the prevailing summer breeze. Use storage areas and garage/

carport as buffer zones against winter winds and summer heat.

Indicate the zoning barrier (N N U) and tentatively mark the

location of auxiliary wood burners (i-) (if any). Areas thus

marked will need to be designed so that they can be completed

closed off from the remaining sections of the house during

periods when auxiliary heating is necessary. Finally, show the

direction(s) of the best view (and, optionally, undersirable

views which will need to be screened). Indicate roof overhangs,

porches and other means of shading, s ecially for F and W

walls.

L \

LA.W M\M s
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WORKSHEET IC

ADDITIONAL INFORMATION AND CHECKLIST FOR ENERGY CONSERVATION
___ A45A LAXON01

Building orientation is primarily broadside to prevailing summer
breeze .S s-iTOcrP-_rt) ue TO z-o* r,-O" !.

Windbreaks are provided against winter storms. ot urt4Lt j5+

Windows are of double-glazed casement or double-hung type? 'i.t

Window areas to the north, east and west are minimized.

k o, E and W walls are completely shaded in the summer.
Windows allow sufficient natural summer ventilation.

Windows are insulated at night by (insulated drapes, shades,
louvers, interior or exterior shutters): NIBLXZ I j uiL '4AL)IFZ
Can such shutters be used as hurricane protection if necessary?,jg

Passive solar mechanisms included in the design are: tw:5-r4

Storage mass is located at:

Are fans used for heat distribution or cooling?: "I_5 Where?
L N K I Rp'm rY n NIt4M M 4 p rao_ m _ECi1(Ni MbA) L.
Is there a solar greenhouse? .WvI1 FL&N4 4L.As IN IWItirtF.
Will plants in the house be away from direct sun? IN SLM E.. Pu rI
Can humidity in the house be easily vented? 1__.xrf CWA) IL44-2./ I

Is the main entry an air lock in the winter? ' -

What type backup space heater is planned? IFL1 JL. t-i rr' A'

Will a solar water heater be used? f What type?

Solar tank location, size: .:: AAL.

Collector location: V Type: Area needed:2cjpf

Heat exchanger(s):

Collector slope (approximately equal to latitude +100 is best): __

Backup water heater, type, size, fuel: ELUEC-T, INL t I R ._1 __.,

Is the water heater isolated from the living space? IL,

Energy-efficient applicances to be used are: _To_ __e_; _____

Fluorescent lights are to be used in: .ITLE.4, LUKX,.Z'f

Wood burner or stove? Output: Btu/hr
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WORKSHEET 10

BUILDING DIMENSIONS
(for Worksheet 2) AS LENA

Orientation/ Gross Wall Window Door Net Wall Perimeter
Type Area, ft2  Area, ft2  Area, ft2  ft

( ) - [U )( )

Total NW a.-020

Total NE

Total E 2-xt 3 - 2(p 2.q4

Total SE

Total W 1.2 ~'21

Total SW

Total S ( 4o *B 34oI7 -2

Total Tronibe , 8 5i -12.

Total It i52.- SS55)+( (oo) till~~-) )

Roof Gross Roof Area Skylights Net Roof Area
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WORKSHEET 2

CALCULATION OF BUILDING SKIN CONOUCTANCE

Net Area U-vaiue U x Area 6 of

Surface Type ft2  Btu/hr-*F-ft2  Btu/hr-'F* Total

North exterior wall 4 _ =
East exterior wall X -

West exterior wall X a
South exterior wall
South Tremb-wrMi X (Z E- >2
.. leek w..als & .: X a___

laord\ F~

Total Wall Heat Loss '5%

Doors: Entry X -

Patio I&O X .
Other X -

North windows X
East windows LCD** =

West windows _ _ n _

£oflth x~-' I&~or~ -j I 2- X
Clerestory windows X =

Sloped skylights X =
Horizontal skylights X _

Total Door/Window Heat Loss I ' Z 5-0o

qoof C.- Z 2010 X _ = so 14*16

Floor C M-OBr X ___ "= "1__ 18%

Total Building Skin Conductance
(add boxed-in values) i00

* The values here may be rounded off to whole numbers, as extreme accuracy is

not needed.
•* Crawlspace = Ah (see Figure 4.1) oi- t P V\i -

Slab = F x P (see Table 4.1)

Heated basement --UAwall above grade + hbAwall below grade hc Afloor
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WORKSHEET 3

CALCULATION OF INFILTRATION LOAD AND

MODIFIED BUILDING HEAT LOSS COEFFICIENT CB

CASA LFONK

House Volume = Gross Floor Area x Ceiling Height (44(8 RC) )=1f__
Infiltration Load = Volume x Cp x ACH ACH Air Change/Hour

= x (011) x (O.6)
- I] Btu/hr-°F

Modified Building Heat Loss Coefficient, CB

Building Skin + Infiltration
Conductance* Load

= 24 [(550 ) + ( I' )] = 24 ( 727--7

i) W-O Btu/D.D.

Gross Heated Floor Area of Building = 170 ft2

CB/A = (4*)i5 ) / ( 1170 )

= _ .__ Btu/ft 2-_D.D. D.D. = Degree Days**

* From Worksheet 2.

**"Degree Days" is an indication of the "coldness" of the climate for

heating calculations; the degree-day value for a particular day is

the difference between the average daily outdoor temperature and

650F; the data is usually given in monthly and yearly totals.

Averaged degree-day data for New Mexico is listed in Table 1-1.
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WORKSHEET 4

CALCULATION OF BUILDING THERMAL LOAD PROFILE 4 L.ON

Modified Building Heat Loss Coefficient CB from Worksheet 3 = I ?Btu/D.D.

Degree Gross Internal Net
Days Thermal Heat Thermal
per Load, Sources, Load,

Month Month MBtu/month MBtu/month MBtu/month

Aug. x CB =

Sept. x CB  = --

Oct.

Nov. 1o 4 I.C

Dec. 200

Jan. Z O [0 3.0

Feb. 0 [. 1.0 2.0

Mar. t12.0 2.110

Apr. 1O3 04P

I~ ~~May ;7 Aki',1.h, . /~ "'

I, -

2-~ ~ ~ ~ a k &it_ V 1 j_5 tj.

Jul.

MBtu = Million Btu )0'5 mr _- / V )

93



WORKSHEET 5

CALCULATION OF SOLAR HEATING CONTRIBUTION

Mechanism: VIZFE.LT tAN 1-1 -2- ( 0,'R

Net Effective Collector Area: _______ft
2 

=Aef

A eff = A gross x (Frame Shading) x (Effectiveness, Table 5.1) 'S

:Z~ Adjustment Factors

Off South
Solar Heat Gain Roof Overhang Orientation: Solar Heat

from T.abim 53.2 5.4 from % Reduction Absorbed in
Btu/Month-ft2 X 103 Worksheet 58 from Sec. 5.3 MBtu/month

Month (1) (2) (3) A efx (1) x (2) x (3)

Aug. M

Sept

Oct.

Nov. 2- o .0 1;5

Dec. 29 laT 10

Jan.3.

Feb. 3.7

Mar. (J.

Apr.

May

Jun.

Jul.
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WORKSHEET 58

* ~~~CALCULATION OF SHADING WITH SOUTH ROOF OVERHANG C' ~O'S

(A) Latitude of building site: 2E5 N

(B) Length of summer shadow desired: ____ft

(C) Size of roof overhang (projection from south wall)

from Table 5.2 (directly or interpolated): 15 ft

(D) Height of lower overhang edge from finished floor: 7. ft

(E) Distance from finished floor to top of glazing: (Pt 4" -ft

(F) Vertical distance from top of glazing to roof overhang:

(0) - (E) = 1 '-2" ft

(G) Window or glazing height: 3-L"ft*

Height of Effective Window % Shading,
Shadow Cast, ft Shadow Length, ft Shading, ft* (K)/(G) Shading Factor,

~Month (H) x(C)(I) (J) =2/3 (1) (K) =(J)- (F) (L) j(M)=1 - (L)

S

0

N o
D Ito
J 1.35

M 2 .635 e

A

M
J

Enter Column (M) in Column 2, Worksheet 5.

*If MJ - (F) is less than zero, enter zero in Column (K).

SIf window (glazing) height varies, a reasonable average can be assumed.
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WORKSH-: 6

CALCULATION OF EUILDING AUXILIARY LOAD PROF!LE

Net Total Solar Sclar Solar Auxi l iary
The-,aI Solar Load Heating Heati nq Load

Load Heat Ratio Frac tion Contrib. Profile

Month (from Gain (SLR) SHF)

Worksheet 4) (from Work- (A) from

sheet 5) (B) Fig. 5.7) (D) x ,A) (A) (E)

(A) (B) 1r) (0) (E) (F)

kuc..

Sept.

Oct.

Nov. 54 ,3 1. 0C

Dec. 2522

'Feb. 2,0 3
Ma• , r. I. I 73.01' 2.'3 t.o H. 0

Aor.

I-may

I. .un.

Jul. -__•_•

TOTAL Mtu C) MBtu 1.Q MBtu

IN4 "ALI_ CLA?-IN 4 ^-T M -.T O COL .- ) D-Wv-

96

, ' "* . .'*. 
'' -':. ,



- . - . - I a I*~j - .- a - -

5' a s a ata

CJ

-- a - .[I
I ______ I I

* - a * - - - - * a .

H Tt~I1~ 
CJ

- L~+zL LI C
. a a a a . C%.J

E~ ~4-i-4
* a I a a a C

Ii _I ~.1

i~I 0
-I -a a a ama L.

0tI ~4I44 -+- --- F ~:
I I I

-, . a - - a a -. a

-I-.i a a -
-- -- -- I--1 FE ' I 11-----T- -

I 1f4i4~1 1±11 minim
II

j
I I

I I I IL~ 1
I I
I I7 -h-.

raE ama cS~JU'
p.- - -

- C 0 C 0 C

97



K _..T £L- NHDUSE_

WORKSHEET 10

BUILDING DIMENSIONS

(for Worksheet 2)

Orientation/ Gross Wall Window Door Net Wall Perimeter

Type Area, ft2  Area, ft2  Area, ft2  ft

(-[ )( )]=:( ). C

Total NW S >
Total N -

Total NE

Total E =N; -1 -"

Total SE
Total W 3_%(0 - . L C1 c >

Total SW

Total S

Total Trombe

Total Air Lock

Total ( 1476 ) - ( 2 )+( DO0)] ( I4 CP ). ( )

Roof Gross Roof Area Skylights Net Roof Area
(I ) - ( ) = (r?2.4)
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WORKSHEET 1D

BUILDING DIMENSIONS
(for Worksheet 2)

Orientation/ Gross Wall Window Door Net Wall Perimeter
Type Area, ft2  Area, ft2  Area, ft2  ft

* Total NW

Total N

Total NE

* Total E Y. = 4

*Total SE

Total WcoC

Total SW

Total S + So4& -71.)7 2B

Total Trombe

Total Air Lock

Total ( 111 [ '()+( ;i.o) (?:4 .( )

Roof Gross Roof Area Skylights Net Roof Area
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CALCUL2C:0N CF 3UI-Z]:,G -K:11 ,crcucTA;cE

Net Area j-va ue t

Suraca 7YPe Btu/hr- 'F-ft2  3tuihr - ' -  tal

North exterior mall _. " __-

East exterior wall .14
West extericr wall X 4 -

South exterior 'all 4
South Troime wail X
Air lock wails X -

Total Wall Heat Loss2--0/>

Ooors: Ent X -

Patio Ito X 04
Other X -

North windows M -

East windows . =, 3
West windows I _ -

South windows - X)
Clerestory windows X -

Sloped skylights - =
Horizontal skylights - -

Total Door/Window Heat Loss II/

Roof ___ X Co.____cl

Floor 4 U X

Total Building Skin Conductance
(add boxed-in values) _i00

• The values iere may be rounded off to whcle numbers, as extreme accurac'o is

not needed.

Crawlspace = Ahc  (see Figure 4.1)

Slab = F x P (see Table 4.1)

Heated basement UAwall above grade t wall telow grade h cAfloor
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W'ORKSHEET 2

CALCULATION OF BUILDING SKIN CONOUCTANCE

Net Area u-value U x Area , oT

Sur-face Type ft2  Btulhr-'F-ft2 3tu/hr-°F* Total

North exterior wall X =
East exterior wall -_ =
West exterior wall 1 X 0
South exterior wall - _____

South Trombe wail -

Air lock walls X

Total Wall Heat Loss _2-

Doors: Entry-_ X
Patio 1 X X 0_5 1 V
Other_ X

North windows X =
East windows "_ X =
West windows (Z_ X 1 2_.
South windows/ X :
Clerestory windows I X
Sloped skylights X
Horizontal skylights X K

Total Ooor/Window Heat Loss

Roof X 020

Floor** ]ei X _5

Total Building Skin Conductance
(add boxed-in values) _ i00

* The values here may be rounded off to whole numbers, as extreme accuracy is
not needed.

•* Crawlspace = Ahc  (see Figure 4.1)

Slab = F x P (see Table 4.1)

Heated basement UA wall above grade + hbAwall below grade + hcAfloor
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WORKSHEET 3

CALCULATION OF INFILTRATION LOAD AND
MODIFIED BUILDING HEAT LOSS COEFFICIENT CB8

House Volume = Gross Floor Area x Ceiling Height =(/&(4,4 )( 10 )=&Ztt,
Infiltration Load : Volume x Cp x ACH ACH Air Change/Hour

=(k*e ( x (0,.))
5 0" O Btu/hr-'F

Modified Building Heat Loss Coefficient, C8

,Building Skin Infiltration
: Conductance* +  Load

= 24 (850 ) + ( -3 )] = 24 ( )

I I Ij(oo Btu/D.D.

Gross Heated Floor Area of Building = fte(r4 ft 2

CB/A= (IILpoO) I ( 2

= -. O Btu/ft 2-D.D. D.D. = Degree Days**

* From Worksheet 2.

""Degree Days" is an indication of the "coldness" of the climate for

heating calculations; the degree-day value for a particular day is

the difference between the average daily outdoor temperature and

650F; the data is usually given in monthly and yearly totals.

Averaged degree-day data for New Mexico is listed in Table 1-1.
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WORKSHEET 3

CALCULATION OF INFILTRATION LOAD AND
MODIFIED BUILDING HEAT LOSS COEFFICIENT CB

House Volume = Gross Floor Area x Ceiling Height =(3'4- )C5 )=243,
Infiltration Load = Volume x Cp x ACH AC= Air Change/Hour

=x (o.cAs)) x (1.O)
= 44 Btu/hr-°F

Modified Building Heat Loss Coefficient, CB

Building Skin + Infiltration
= Conductance* Load

- 24 ((290O ) + ( 44- ) = 24 ( 534 )

-_ o l ___Btu/D.D.

Gross Heated Floor Area of Building 3O4 ft2

C8/A= (!'&(#) / O N&) )
Sj ,t Btu/ft2-D.D. D.D. = Degree Days**

* From Worksheet 2.

**"Degree Days" is an indication of the "coldness" of the climate f-r

heating calculations; the degree-day value for a particular day is

the difference between the average daily outdoor temperature and

65°F; the data is usually given in monthly and yearly totals.

Averaged degree-day data for New Mexico is listed in Table 1-1.
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WORKSHEET 4

CALCULATION OF BUILDING THERMAL LOAD PROFILE

Modified Building Heat Loss Coefficient GB from Worksheet 3 !,, Btu/D.D.

Degree Gross internal Net
Days x Thermal Heat Thermal
per C8 = Load, Sources, Load,

Month Month MBtu/month MBtu/month MBtu/month

Aug. X Ca = _ _ _ _

[ Sept. X CB = _ _= _ _

Oct.

Nov.C.

Dec. .200 .?

Jan. ;?-3. 2 -7 1.-

Feb.2. '

Mar. 12c ~4- I -4

Apr.

May

Jun.

MBtu =Million Btu 4A4
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WORKSHEET 4

CALCULATION OF BUILDING THERMAL LOAD PROFILE Lt A Lsio4b

Modified Building Heat Loss Coefficient CB from Worksheet 3 = 3O Btu/D.D.

Degree Gross Internal Net
Days x B Thermal _ Heat _ Thermal
per Load, Sources, Load,

Month Month MBtu/month MBtu/month MBtu/month

Aug. x CB  = _

Sept. x CB = _

Oct.

Nov. so C oa

Dec. 
Le

Jan. 5(-

Feb. (7 0 - 1-,_

Mar. 0

Apr.

May

Jun.

Jul.

MBtu = Million Btu (.-
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SoarHetMonthly Heat Net Heat Ajse
Gain Absorbed Less (Net Gain - Ne: Solar

Mon~th (froi. Worksneet Ther-tal Load), M~tu/month Greenhouse
of Greenhouse fro Wcrksheet 4* Heat Sain
Ca1:ulazions) MBtu/mcr.h x Adj~ustent Fac.or

Aug. _____ _____ - _____

Sep-..

Oct.

oico
Nov. .U

Feb.

Apr.

May

Jun.

.WF.r greenhouse heat less tc the outside Only.
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WORKSHZE-T L

CALCULATION OF UILDING AUXIL'ARY LOAD PROF!-. -+VA L

Net Total Solar Soiar Solar Auxiliary
Thermal Solar Load Heat ing Heatinq Load

Load Heat ka:io Fraction Contrib. Profije

Month (from Gain (SLR) ISHF)
Worksheet 4) (from Work- (B) (A) fromsheet ) F 5.7) (D) x 'A) (A) (E)

(A) (B) (D) (E) (F)

Aug.

Sept.

i Oct.

Nov.

Dec. 4- -, I

'jan. 14 C> 1C

I. Mar. o r 1,0 , 4-

Aar.

May

Jun. |

J u l .. . .._'_ _

TOTAL MBtu 3.2.. MBtu j' 0 .Btu

NO-Ta 71NT NO SF-LIF1(- NSEr P*'{ NM'frA, A4 IH(tA't

INTO "rWEE 5VK Poz1 prop- v*N L)SJ .
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Discussion of Results

For designs that incorporate a sunspace/greenhouse, there are two methods of

calculating the auxiliary heat load. These alternate procedures are

illustrated with this design example. Method 1 considers the house and

attached sunspace as one unit, with the sunporch representing the S exterior

wall of the building in the heat loss calculations. This method is especially

appropriate when the sunspace is well-integrated with the building, when heat

transfer into the house is made easily, and when the sunspace glazing can be

insulated at night, especially in cooler climates. Method 2 first considers

the heat loss of the house by itself, taking s the S wall the common wall

between sunspace and dwelling. The presence of the sunspace serves to reduce

infiltration and is thus taken into acciunt when choosing a value for ACH.

One advantage of this method is that the resu'ting modified building heat loss

coefficient CB/A can more realistica!, oe compared with the values

recommended in Table 4.7. A separate heat loss calculation is made for the

greenhouse/sunspace (ignoring the comtan wall between sunspace and house,

since no heat loss is expected tu occur in that direction on a completely

cloudy day). As seen in the example, the CB/A of Method 1 was calculated to

be 8.9 Btu/ft2-D.D. for the combined structure; Method 2 gave 6.85

Btu/ft2-D.D. for the house alone and 26 Btu/ft2-D.D. for the sunporch.

The building is assumed to be sited 200 E of S to better catch prevailing

summer breezes. The main design objective was to reduce summer cooling loads.
As far as passive solar heating is concerned, the design could be called

sun-tempered rather than completely passive, because no thermal mass has been

incorporated for heat storage. Over 1/3 of the gross heat load is being met

by the internal heat sources. As soon as weather turns cool in November, the

sunporch glazing can be installed; it can be partially or completely removed

in March with the onset of warmer weather. In the winter, the sunporch will

be ideal for plants. In the summer most plants should be moved to the N porch

or into the garden to avoid adding humidity to the house. The auxiliary heat

load calculated with both methods is a total of 1 MBtu for an average heating

season. This is a very small load which can be supplied with individual

heaters (electric or gas). The master bedroom will be the coolest in the

winter since it has no direct access to solar heat.
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The specific features which reduce the summer cooling load are:

(1) Vented crawispace

(2) Carport on W side (shaded with roof and/or trees)

(3) Shaded porches on N, S

(4) Central breezeway in house

(5) Breezeway between carport storage and house

(6) Central hall and windows for cross-ventilation if summer breeze

turns 900 to NE or SW

(7) Laundry room in air lock downwind of prevailing summer breeze

(8) Exhaust fans in bathrooms which are not downwind of breeze

(9) Sloped, high ceiling with vents to hall in BR wing; exhaust fan from

each wing to attic

(10) Transoms over bedroom doors for increased natural ventilation (and

to preserve privacy)

(11) Main water heater isolated from living space

(12) Tall trees, with minimum undergrowth are recommended for the SE and

SW corner and other places in front of the house (where they can

shade the roof in the summer yet allow the lower winter sun through

the sunporch glazing). The driveway must be shaded with trees in

the summer also as well as the N, E and W walls of the house. Lawns

should extend up to the house (no shrubs).
(13) Attic vents (gable ends) and attic fan (monitor)

(14) Double-hung windows to allow low or high air intake. Optionally, E

and W windows may be casements opening toward the S to catch the

breeze

(15) Light-colored wood parquet flooring in living/dining room for cool

summer feeling

(16) Awnings on E-W windows if not shaded by trees

(17) Natural lighting in all rooms and halls.

For additional energy conservation, two solar water heaters can be incorporated

into the design. The backup thermostat in the bathroom water heater may be set

quite low (900 - 100*F), the one near the kitchen up to 140OF (if a dishwasher

is used). For very southern latitudes, the collector panels can be installed on

the lower part of the roof, with the tank high in the attic space for thermo-

syphon operation. The collector panels must be located where they will not

receive any shading from trees year-round.
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ATTACHMENT

SET OF WORKSHEET BLANKS FOR XEROXING

A set of loose-leaf worksheets is provided here for making xerox copies;
the design of a passive house from the initial concept to final drawings
usually requires at least three sets.

II

*1I
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WORKSHEET 1A

DESIGN INFORMATION

1. Location of building: Altitude:

2. Building type (one or two story, split-level, etc.):

3. Roof shape:

4. Lot size: Special features:

5. Lot orientation (in which direction will the house face the street?):

6. Building setbacks (check with local codes):

7. Zoning restrictions and covenants:

8. Lot access:

9. Utility access:

10. Lot slope, water runoff (erosion?), berming:

11. Predominant direction of winter wind: Velocity: mph average

12. Predominant direction of summer breeze: __ Velocity: __ mpn average

13. Direction of best view:

14. Direction of worst view:

15. Shading from neighboring houses, trees, etc.:

16. Approximate floor area: Heated basement?

17. Number of occupants:

18. Number of bedrooms, baths:

19. Other living spaces wanted:

20. Life style of occupants and special needs (i.e. play area for children,
space for entertaining, hobbies; space used during day, evening; special
storage requirements; handicaps):

21. Preferred patio location, other outdoor recreation areas:

22. Occupants like the following features:

23. Occupants dislike the following features:
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WORKSHEET 1B

SPACE RELATIONSHP DIAGRAM

Floor area: sq. ft.

Sketch the location of the main entry and the living, cooking,

eating and sleeping areas; then mark the major wind directions

and place kitchen, baths, utility, and laundry rooms downwind

of the prevailing summer breeze. Use storage areas and garage/

carport as buffer zones against winter winds and summer heat.

Indicate the zoning barrier (N U U) and tentatively mark the
location of auxiliary wood burners (*) (if any). Areas thus

marked will need to be designed so that they can be completed

closed off from the remaining sections of the house during

periods when auxiliary heating is necessary. Finally, show the

direction(s) of the best view (and, optionally, undersirable

views which will need to be screened). Indicate roof overhangs,

porches and other means of shading, especially for E and W

walls.
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WORKSHEET iC

ADDITIONAL INFORMATION AND CHECKLIST 'OR ENERGY CONSERVATION

Building orientation is primarily breacside to prevaiiing summer

breeze

Windbreaks are provided against winter storms.

Windows are of douole-glazed casement or double-hung t:ype?

Window areas to the north, east and west are minimized.

E ard W walls are completely shaded in the summer.

Windows allow sufficient natural summer ventilation.

Windows are insulated at night by (insulated drapes, shades,
louvers, interior or exterior shutters):

Can such shutters be used as hurricane protection if necessary?

Passive solar mechanisms included in the design are:

Storage mass is located at:

Are fans used for heat distribution or cooling?: Where?

Is there a solar greenhouse?

Will plants in the house be away fron direct sun?

Can humidity in the house be easily vented?

Is the main entry an air lock in the winter?

What type backup space heater is planned?

--------------------------- I

Will a solar water heater be used? What type?

Solar tank location, size:

Collector location: Type: Area reeded:

Heat exchanger(s):

Collector slope (approximately equal to latitude +10' is best):

Backup water heater, type, size, fuel:

Is the water heater isolated from the living space?

Energy-efficient applicances to be used are:

Fluorescent lights are to be used in:

Wood burner or stove? Output: Btu/hr
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WORKSHEET 1D

BUILDING DIMENSIONS
(for Worksheet 2)

Orientation/ Gross Wall Window Door Net Wall Perimeter
Type Area, ft2  Area, ft2  Area, ft2  ft

Total(NW

Total NW

Total N

Total NE

Total E

Total SE

Total W

Total SW

Total S

Total Trombe

Total Air Lock

Total )-[( )+( )]=( ). ( )

Roof Gross Roof Area Skylights Net Roof Area

( ) -( )=( )
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WORKSHEET 2

CALCULATION OF BUILDING SKIN CONDUCTANCE

Area U-value U x Area %of

Surface Type ft 2  Btu/hr-OF-ft 2  Btu/hr-.OF** Total

North exterior wall ____ X _______

East exterior wall ____ X _______

West exterior wall ____ X _______

South exterior wall ____ X _______

South Trombe wall ____ X _______

Air lock wall ____ X _______

Total Wall Heat Loss

Doors: Entry ____ X _______

Patio X _______

North windows ____ X _______

East windows _ ___ x ___ ___

West windows ____ K _______

South windows ____ K _______

Clerestory windows ____ X _______

Sloped skylights ____ K _______

Horizontal skylights X _______

Total Door/Window Heat LossLI_

Roof ____ X

Slab Edge =F XP* ___X

Total Building Skin Conductance
(add boxed-in values) ____100

*See Table 7-2.
"*The values here may be rounded off to whole numbers, as extreme accuracy is
not needed.
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Area U-vahie U x Area %0

Surface Type ft 2  Btu/hr-*F-ft2  Btu/hr-*F** Total

North exterior wall ____X __

East exterior wall ____X __

West exterior wall ____X __

South exterior wall X ___

South Trombe wall ____X

Air lock wall X _______

Total Wall Heat Loss E
Doors: Entry X ___

Patio __ _ _ X _ _ _____

North windows X ___

East windows ____X

West windows ____X __

South windows ____

Clerestory windows - X -___

Sloped skylights X ___

Horizontal skylights - X-

Total Door/Window Heat Loss1111 ___

Roof ___X- 111
Slab Edge F XP* - X - - I I
Total Building Skin Conductance
(add boxed-in values).___ 100

*See Table 7-2.
"*The values here may be rounded off to whole numbers, as extreme accuracy is
not needed.
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WORKSHEET 3

CALCULATION OF INFILTRATION LOAD AND

MODIFIED BUILDING HEAT LOSS COEFFICIENT CB

House Volume - Gross Floor Area x Ceiling Height =C )C )=

Infiltration Load * Volume x Cp x ACH ACH = Air Change/Hour
=( )x( )K( )

Btu/hr-"F

Modified Building Heat Loss Coefficient, CB

* Building Skin + Infiltration
Conductance* Load

-s24[( ) + ( )]-24 )

Btu/D.D.

Gross Heated Floor Area of Building u ft2

"C CB /A = )/

= _Btu/ft -O.D. D.O. = Degree Days"

* From Worksheet 2.

**IDegree Days" is an indication of the "coldness" of the climate for

heating calculations; the degree-day value for a particular day is

the difference between the average daily outdoor temperature and

651F; the data is usually given in monthly and yearly totals.
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WORKSHEET 4

CALCULATION OF BUILDING THERMAL LOAD PROFILE

Modified Building Heat Loss Coefficient CS from Worksheet 3 Btu/D.D.

Degree Gross Internal Net
Days x Thermal - eat Thermal
per Load, Sources, Load,

Month Month MBtu/month MBtu/month MBtu/month

Aug. - x Ce - "

Sept. x C8  - -"

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.

Jul.

MBtu - Million Btu
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WORKSHEET 5

CALCULATION OF SOLAR HEATING CONTRIBUTION

Mechanism:

Net Effective Collector Area: ft2 = Aeff

Aeff = Agross x (Frame Shading) x (Effectiveness, Table 5.1)

Adjustment Factors

Off South
Solar Heat Gain Roof Overhang Orientation: Solar Heat

from Figures 5.2 & 5.3 from % Reduction Absorbed in
Btu/Month-ft2 x 103 Worksheet 5B from Sec. 5.3 MBtu/month

Month (1) (2) (3) Aeff x (1) x (2) x (3)

Aug.

Sept

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.

Jul.
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WORKSHEET SA

ADJUSTED NET SOLAR GREENHOUSE HEAT GAIN

Solar Heat Monthly Heat Net Heat Adjusted
Gain Absorbed Loss (Net Gain - Net Solar

Month (from Worksheet 5 Thermal Load) MBICu/month Greenhouse
of Greenhouse from Worksheet 4* Heat Gain
Calculations) MBtu/month x Adjustment Factor

Aug.____________ _____ ___ _

Sept.

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

,Apr.

May

Jun.

Jul.

*For greenhouse heat loss to the outside only.
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WORKSHEET 5B

CALCULATION OF SHADING WITH SOUTH ROOF OVERHANG

(A) Latitude of building site: ON

(B) Length of summer shadow desired: ft

(C) Size of roof overhang (projection from south wall)

from Table 5.2 (directly or interpolated): _ft

(0) Height of lower overhang edge from finished floor: ft

(E) Distance from finished floor to top of glazing: ft

(F) Vertical distance from top of glazing to roof overhang:

(D) - (E) = ft

(G) Window or glazing height: ft**

Height of Effective Window % Shading,
Shadow Cast, ft Shadow Length, ft Shading, ft* (K)/(G) Shading Factor,

Month (H) x (C) (I) (J) 2/3 (1) (K) (J) (F) (L) (M) 1 (L)

S

0

N
0

J

F

M

A

M

J

Enter Column (M) in Column 2, Worksheet 5.
* If (J) - (F) is less than zero, enter zero in Column (K).

* If window (glazing) height varies, a reasonable average can be assumed.
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Load Heat Ratio Frac ti on Contrib. Profile
Mnh (rmGain (SLR) (SHFf)

Worksheet 4) (from Work- (B) ( A) (from (D) x (A) (A) - (E)
sheet 5) Fig. 5.6)

(A)_ (B) (C) (D) (E) (F)
Aug.

Sept.

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.

* ~Jul. __ __

TOTAL ~~i MBtu MBtu MBtu
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WORKSHEET 7

GLAZING AND STORAGE CALCULATIONS

Daily Maximum Solar Heat Gain:

South Floor Designed Storage Volume per Temp.

Glazing Area Storage 100 ft2 of Glazing Swing

Room ft2  ft2  ft3  ft3  OF

TOTAL

Check for temperature drop during a completely cloudy day (24-hour period):

Maximum AT = Net January Thermal Load*/31

Total Volume x (Heat Capacity of Storage Material)**

T-311 _______°F

*From Worksheet 4.
**From Table 6.1.
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WORKSHEET 8A

CALCULATIONS FOR REFERENCE BUILDING

Building Location: Zone:

Floor Area: ft2 = ( ft)2; Perimeter = ft;

S. Window Area = (O.1)(A)44 = ft2 ;

Effective Area = ( )( )( ) : ft2

Building Skin Conductance (Btu/hr-°F):

Total Wall and Window Combination: U-Value x Area =( )x(
Roof: U-Value x Area = ( )x(
Floor (R=_ ): F x Perimeter: (see Table 7-2) = ( )x(

TOTAL

Infiltration: Volume x Cp x ACH= ( ) x ( ) x I-1111

Modified Building Heat Loss Coefficient CB

= 24 (Skin Conductance + i nfiltration) = 24[( + )]
CB/A = Btu/D.D. -ft

Heat Load Calculations(MBtu): Gross Heating Load minus Solar Heat Absorbed
is equal to Net Heating Load

Gross Solar Net
Month Degree Days Heating Solar Heat Absorbed Heating

Load Gain Load

Aug.

Sept.

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.

Jul.
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WORKSHEET 8B

HEAT SAVINGS CALCULATIONS FOR PASSIVE DESIGN*

Month Reference Passive Gross Parasitic Net Cost of Energy Saved:

Bldg. Solar Heat Power Energy ELECTRICITY: cents/kWh x 2.93

Heating Building Saved (See Saved GAS: $/MCF x 1.7 *

Load Aux. Foot- OIL: $/gal x 14.4 *

Load note), WOOD: $/cord x 0.11 ****

kWh x

0.0034 = $/MBtu x Net Savings =

MBtu/mo. MBtu/mo. MBtu MBtu MBtu $

EL GAS OIL WOOD

Aug. ( )- ( )

Sept.

Oct.

Nov.

Dec.

Jan.

Feb.

Mar.

Apr.

May

Jun.

Jul.

TOTAL

*Does not include savings for solar water heating (or summer cooling).

**60% efficiency.

1 MBtu = 7.2 gal. heating oil, 50% efficiency.

****Average of 20 MBtu per cord of wood depending on type [15] and 45% efficiency.

Add electricity needed to run the conventional furnace; substract the
electricity needed to operate fans in the passive design.
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